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RTIP ID# (required) 4H01001     
 
TCWG Consideration Date: June 24, 2014   

Project Description (clearly describe project)  
 The California Department of Transportation (Caltrans), in cooperation with the San Bernardino 
Associated Governments (SANBAG), proposes to add freeway lanes through all or a portion of the 33-
mile stretch of Interstate 10 (I-10) from the Los Angeles/San Bernardino (LA/SB) County Line to Ford 
Street in San Bernardino County. The project limits, including transition areas, extend from 
approximately 0.4 miles west of White Avenue in the City of Pomona at Post Mile (PM) 44.9 to Live Oak 
Canyon Road in the City of Yucaipa at PM 37.0. The project is currently expected to be open to traffic in 
year 2025 with a design year of 2045.  The project location is illustrated in the figure below. 
 
In addition to the no-build alternative (Alternative 1), two build alternatives are under consideration. 
Alternative 2 (HOV) would extend the existing High Occupancy Vehicle (HOV) lane in each direction of 
I-10 from the current HOV terminus near Haven Avenue in the City of Ontario to Ford Street in the City 
of Redlands, a distance of approximately 25 miles.   
 
Alternative 3 (Express) would provide two Express Lanes in each direction of I-10 from the LA/SB 
County Line to California Street (near SR-210) in the City of Redlands and one Express Lane in each 
direction from California Street to Ford Street in the City of Redlands, a total of 33 miles. The Express 
Lanes would be priced managed lanes in which vehicles not meeting the minimum occupancy 
requirement would pay a toll. West of Haven Avenue, a single new lane would be constructed and 
combined with the existing HOV lane to provide two Express Lanes in each direction; east of Haven 
Avenue all Express Lanes would be constructed by the project. 
 
The project includes improvements at the following five local interchanges along I-10:  

• Monte Vista Avenue; 
• Mountain Avenue;  
• Euclid Avenue; Vineyard Avenue; and  
• Tennessee Street 
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Type of Project (use Table 1 on instruction sheet) 
Change to existing state highway      

County 
San 
Bernardino  
 

Narrative Location/Route & Postmiles   
Interstate 10 (I-10) from the Los Angeles/San Bernardino (LA/SB) County Line to Ford 
Street in San Bernardino County. The project limits including transition areas extend 
from approximately 0.4 miles west of White Avenue in the City of Pomona at Post Mile 
(PM) 44.9 to Live Oak Canyon Road in the City of Yucaipa at PM 37.0. 
 
Postmiles:  
 07-LA-10 PM 44.9/48.3 
 08-SBD-10 PM 0.0/R37.0    
 
Caltrans Projects – EA#   
 EA 0C2500 
 EFIS ID 0800000040     
 

Lead Agency: Caltrans    
Contact Person 
Tony Louka               
Caltrans District 8     
 

Phone# 
(909) 383-6385     

 

Fax# 
909-383-6494     
 

Email 
Tony.Louka@dot.ca.gov 
 

Hot Spot Pollutant of Concern (check one or both)       PM2.5 √             PM10 √   

Federal Action for which Project-Level PM Conformity is Needed (check appropriate box) 

    
Categorical 
Exclusion 
(NEPA) 

 √ EA or 
Draft EIS     FONSI or Final 

EIS     PS&E or 
Construction     Other:

ROD 

Scheduled Date of Federal Action:   Circulate EIS - December 4, 2015 
ROD - November 2017       

NEPA Assignment – Project Type (check appropriate box) 

    Exempt      Section 326 –Categorical 
Exemption   √ Section 327 – Non-

Categorical Exemption  
Current Programming Dates (as appropriate)  per 2013 FTIP 
 PE/Environmental ENG ROW CON 

Start Ongoing     Ongoing           2021 
End Early 2016     2017           2024 
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Project Purpose and Need (Summary): (attach additional sheets as necessary) 
 The purpose of the proposed I-10 Corridor Project is to improve traffic operations on the I-10 freeway in 
San Bernardino County in order to reduce congestion, increase throughput and enhance trip reliability 
for the planning design year of 2045. 

The objectives of the project are to: 

• Reduce volume-to-capacity (v/c) ratios along the corridor; 
• Improve travel times within the corridor; 
• Provide a facility that is compatible with transit and other modal options; 
• Provide consistency with the SCAG Regional Transportation Plan; 
• Provide a cost effective project solution; and 
• Minimize environmental impacts and right of way acquisition.  

The I-10 corridor within the project limits is currently experiencing congestion and traffic delays during 
the peak hours due to demand exceeding capacity, resulting from local, regional, and interregional 
traffic demand.  In addition, forecasted local and regional traffic demand is expected to increase, 
resulting in the need to improve the I-10 corridor.    

Deficiencies of I-10 within the project limits are summarized below: 

• Substantial portions of the I-10 mainline GP lanes peak-period traffic demand currently exceeds 
capacity; 

• Nearly all of the I-10 mainline GP lanes are projected to exceed capacity in the future years; 
and 

• The I-10 existing mainline HOV lanes operation is degraded during the peak periods.  

 
Surrounding Land Use/Traffic Generators (especially effect on diesel traffic) 
Over the 33 mile project corridor, surrounding land use and traffic generators vary widely. The corridor 
includes areas of substantial residential, retail and other commercial, and industrial land uses as well as 
Ontario airport and the UPRR Railroad's main east-west trunk line. Substantial tracts of undeveloped 
land also lie along the corridor. Major warehousing, industrial, mining, and truck service and 
maintenance facilities are located along the corridor.  These industrial land uses, the rail facilities, and 
the airport contribute to truck traffic on I-10.      
Opening Year:  Build and No Build LOS, AADT, % and #  trucks, truck AADT of proposed facility  
Attached tables provide the requested data. Table 1 provides existing condition (2012) peak hour data 
for I-10 within the project corridor including LOS, traffic volumes, percent trucks, and truck volumes. 
Table 8 provides existing condition ADT, daily truck percentage, and truck ADT for I-10.  

Tables 2 through 4 provide opening year (2025) peak hour data for I-10 within the project corridor 
including LOS, traffic volumes, percent trucks, and truck volumes for Alternative 1 (No Build) and build 
Alternatives 2 and 3, respectively. Tables 9 through 11 ADT provide opening year ADT, daily truck 
percentage, and truck ADT along I-10 for Alternative 1 (No Build) and build Alternatives 2 and 3, 
respectively.      

RTP Horizon Year / Design Year:  Build and No Build LOS, AADT, % and # trucks, truck AADT of proposed 
facility 
Attached tables provide the requested data. Tables 5 through 7 provide design year (2045) peak hour 
data for I-10 within the project corridor including LOS, traffic volumes, percent trucks, and truck volumes 
for Alternative 1 (No Build) and build Alternatives 2 and 3, respectively. Tables 9 through 11 provide 
design year ADT, daily truck percentage, and truck ADT along I-10 for Alternative 1 (No Build) and build 
Alternatives 2 and 3, respectively.      
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Opening Year:  If facility is an interchange(s) or intersection(s), Build and No Build cross-street AADT, % 
and #  trucks, truck AADT 
Attached tables provide the requested data for the 5 local interchanges along the I-10 corridor at which 
the project includes improvements, as well as for 5 additional local interchanges where, due to the 
potential for significant traffic impacts, detailed traffic operations analysis has been conducted. Table 12 
provides existing condition (2012) ADT, daily truck percentage, and truck ADT for the arterials at their I-
10 crossing.  
 
Tables 13 through 15 15 provide opening year (2025) ADT, daily truck percentage, and truck ADT for 
the arterials at their I-10 crossing for Alternative 1 (No Build) and build Alternatives 2 and 3, 
respectively.    
 
RTP Horizon Year / Design Year: If facility is an interchange (s) or intersection(s), Build and No Build cross-
street AADT, % and # trucks, truck AADT 
Attached tables provide the requested data for the 5 local interchanges along the I-10 corridor at which 
the project includes improvements, as well as for 5 additional local interchanges where, due to the 
potential for significant traffic impacts, detailed traffic operations analysis has been conducted. Tables 
13 through 15 provide design year (2045) ADT, daily truck percentage, and truck ADT for the arterials at 
their I-10 crossing for Alternative 1 (No Build) and build Alternatives 2 and 3, respectively.     
 
Describe potential traffic redistribution effects of congestion relief (impact on other facilities) 
Potential traffic diversion effects of congestion relief are minor. In the design year (2045) under 
Alternative 3 which adds the most new capacity along I-10, daily VMT reductions on parallel freeways 
SR-210 and SR-60 are approximately 3% and 0%, respectively; VHT reductions are approximately 5% 
and 1%, respectively. VMT and VHT reductions on 644 miles of arterials in the corridor are 
approximately 1% and 0%, respectively. Peak hour traffic volumes on parallel arterial roads, such as 
Valley Boulevard and Slover Avenue, are anticipated to be reduced from 1-15%, while some increases 
are anticipated on local streets approaching freeway interchanges.      

Comments/Explanation/Details (attach additional sheets as necessary) 
The traffic data indicates that the proposed project is a Project of Air Quality Concern. For example, the 
summary tables below show that Alternatives 2 and 3 would substantially increase passenger vehicle 
and truck ADT in 2025 and 2045.  As a result, a project-level hot-spot analysis will be prepared in 
accordance with the Transportation Conformity Guidance for Quantitative Hot-Spot Analyses in PM2.5 
and PM10 Nonattainment and Maintenance Areas. 

The first step in the project-level analysis will be to prepare a methodology protocol for interagency 
review. The protocol will identify the following methods and assumptions: 

• The geographic area covered by the analysis; 
• The emissions model (e.g., EMFAC2011); 
• Whether and how to estimate road and construction dust emissions; 
• The nearby sources considered, background data used, and air quality model chosen, including 

the background monitors/concentrations selected and any interpolation methods used; and 
• The appropriateness of receptors to be compared to the standards.  

  

 

 

 
 
 



PM Conformity Hot Spot Analysis – Project Summary for Interagency Consultation 

Version 5.0      February 26, 2013 

ADT and TRUCK ADT PERCENT INCREASE:  
ALTERNATIVE 2 COMPARED TO ALTERNATIVE 1 (NO BUILD) 

Segment 

2025 2045 

Bi-Direction Bi-Direction 

ADT 
Truck 
ADT ADT 

Truck 
ADT 

LA County Line to I-15 5% 5% 3% 3% 

I-15 to I-215 7% 8% 6% 5% 

I-215 to SR-210 12% 12% 10% 10% 

SR-210 to Ford Street 12% 11% 5% 5% 

  

 

ADT and TRUCK ADT PERCENT INCREASE:  
ALTERNATIVE 3 COMPARED TO ALTERNATIVE 1 (NO BUILD) 

Segment 

2025 2045 

Bi-Direction Bi-Direction 

ADT 
Truck 
ADT ADT 

Truck 
ADT 

LA County Line to I-15 17% 17% 18% 18% 

I-15 to I-215 16% 17% 17% 16% 

I-215 to SR-210 20% 20% 17% 16% 

SR-210 to Ford Street 17% 16% 8% 8% 
 

 



I‐10 Corridor PA&ED Air Quality Data

Total 
Volume2

LOS3
Total 

Volume2
Truck

Percentage
Truck
Volume LOS3

Total 
Volume2

LOS
Total 

Volume2
Truck

Percentage
Truck
Volume LOS3

Between Dudley St On‐Ramp and  White Ave Off‐Ramp 1 4 0 1,150 C 5,510 10% 551 C 1,250 D 6,360 10% 636 D

Between White Ave Off‐Ramp and  Garey Ave Off‐Ramp 1 4 0 1,150 C 5,130 10% 513 C 1,250 F 6,030 10% 603 F

Between Garey Ave Off‐Ramp and  Orange Grove Ave On‐Ramp 1 4 0 1,150 C 4,500 10% 450 C 1,250 F 5,440 10% 544 F

Between Orange Grove Ave On‐Ramp and  Towne Ave Off‐Ramp 1 4 1 1,150 C 5,450 10% 545 C 1,250 F 6,580 10% 658 F

Between  Towne Ave On‐Ramp and  Indian Hill Blvd Off‐Ramp 1 4 0 1,150 C 5,400 10% 540 C 1,250 D 6,560 10% 656 D

Between  Indian Hill Blvd On‐Ramp and  Monte Vista Ave Off‐Ramp 1 4 0 560 B 6,060 10% 606 C 1,120 C 6,900 10% 690 D

Between Monte Vista Ave On‐Ramp and  Central Ave Off‐Ramp 1 4 1 560 B 6,260 10% 626 C 1,120 C 6,940 10% 694 D

Between  Central Ave On‐Ramp and Mountain Ave Off‐Ramp 1 4 1 560 B 5,170 10% 517 B 1,120 C 5,200 10% 520 B

Between Mountain Ave Off‐Ramp and Mountain Ave On‐Ramp 1 4 0 570 B 5,170 10% 517 C 1,170 C 5,200 10% 520 F

Between Mountain Ave On‐Ramp and  Euclid Ave Off‐Ramp 1 4 0 570 B 6,690 10% 669 D 1,170 C 7,350 10% 735 D

Between  Euclid Ave On‐Ramp and  4th St Off‐Ramp 1 4 0 570 B 7,070 10% 707 D 1,170 C 7,080 10% 708 D

Table 1: Existing (Year 2012) Condition I‐10 Mainline Peak Hour Traffic Volumes and Level of Service1

AM Peak Hour

EASTBOUND

H
O
VFreeway Segment1 HOV HOVGP & AUX

PM Peak Hour

AU
X GP & AUX

# of Lanes

G
P

Between  4th St On‐Ramp and  Vineyard Ave Off‐Ramp 1 4 0 530 B 7,010 10% 701 D 1,100 C 6,720 10% 672 D

Between  Vineyard Ave On‐Ramp and  Archibald Ave Off‐Ramp 1 4 1 490 A 7,380 10% 738 C 1,030 C 6,980 10% 698 C

Between Holt Blvd On‐Ramp and  Archibald Ave On‐Ramp 1 4 1 490 A 5,460 10% 546 B 1,030 F 5,490 10% 549 F

Between  Archibald Ave On‐Ramp and  Haven Ave Off‐Ramp 1 4 1 480 A 5,470 10% 547 C 1,110 F 5,410 10% 541 F

Between Haven Ave Direct On‐Ramp and Milliken Ave Off‐Ramp 0 5 1 ‐‐ ‐‐ 7,430 10% 743 C ‐‐ ‐‐ 8,160 10% 816 C

Between Milliken Ave Loop On‐Ramp and NB I‐15 Off‐Ramp  0 5 1 ‐‐ ‐‐ 6,940 10% 694 C ‐‐ ‐‐ 8,060 10% 806 D

Between  NB I‐15 Off‐Ramp and  SB I‐15 Off‐Ramp 0 5 0 ‐‐ ‐‐ 5,580 10% 558 C ‐‐ ‐‐ 5,640 10% 564 C

Between  SB I‐15 Off‐Ramp and  NB I‐15 On‐Ramp 0 4 0 ‐‐ ‐‐ 3,990 10% 399 B ‐‐ ‐‐ 4,160 10% 416 B

0 4 1 ‐‐ ‐‐ 5,980 5% 299 C ‐‐ ‐‐ 6,230 5% 312 F

0 4 1 ‐‐ ‐‐ 7,090 5% 355 D ‐‐ ‐‐ 7,200 5% 360 F

Between  Etiwanda Ave On‐Ramp and  Cherry Ave Off‐Ramp 0 4 0 ‐‐ ‐‐ 6,280 5% 314 D ‐‐ ‐‐ 7,080 5% 354 D

Between  Cherry Ave On‐Ramp and  Citrus Ave Off‐Ramp 0 4 0 ‐‐ ‐‐ 5,960 5% 298 C ‐‐ ‐‐ 6,680 5% 334 D

Between  Citrus Ave On‐Ramp and  Sierra Ave Off‐Ramp 0 4 1 ‐‐ ‐‐ 6,000 5% 300 C ‐‐ ‐‐ 6,410 5% 321 C

Between  Sierra Ave On‐Ramp and  Cedar Ave Off‐Ramp 0 4 0 ‐‐ ‐‐ 5,470 5% 274 C ‐‐ ‐‐ 6,250 5% 313 D

Between  NB/SB I‐15 On‐Ramp and  Etiwanda Ave Off‐Ramp
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I‐10 Corridor PA&ED Air Quality Data

Total 
Volume2

LOS3
Total 

Volume2
Truck

Percentage
Truck
Volume LOS3

Total 
Volume2

LOS
Total 

Volume2
Truck

Percentage
Truck
Volume LOS3

Table 1: Existing (Year 2012) Condition I‐10 Mainline Peak Hour Traffic Volumes and Level of Service1

AM Peak Hour

H
O
VFreeway Segment1 HOV HOVGP & AUX

PM Peak Hour

AU
X GP & AUX

# of Lanes

G
P

Between  Cedar Ave On‐Ramp and  Riverside Ave Off‐Ramp 0 4 0 ‐‐ ‐‐ 5,460 5% 273 C ‐‐ ‐‐ 6,310 5% 316 D

Between  Riverside Ave On‐Ramp and  Pepper Ave Off‐Ramp 0 4 0 ‐‐ ‐‐ 5,430 5% 272 C ‐‐ ‐‐ 6,220 5% 311 C

Between  Pepper Ave On‐Ramp and  Rancho Ave Off‐Ramp 0 4 0 ‐‐ ‐‐ 5,830 5% 292 C ‐‐ ‐‐ 6,480 5% 324 D

Between  Rancho Ave On‐Ramp and  9th St Off‐Ramp 0 4 0 ‐‐ ‐‐ 6,630 5% 332 D ‐‐ ‐‐ 6,590 5% 330 D

Between  9th St On‐Ramp and Mt. Vernon Ave Off‐Ramp 0 4 1 ‐‐ ‐‐ 6,850 5% 343 C ‐‐ ‐‐ 6,760 5% 338 C

Between Mt. Vernon Ave On‐Ramp and NB/SB I‐215 Off‐Ramp 0 4 1 ‐‐ ‐‐ 6,600 5% 330 D ‐‐ ‐‐ 6,660 5% 333 D

Between NB I‐215 On‐Ramp and  SB I‐215 On‐Ramp 0 4 1 ‐‐ ‐‐ 6,640 5% 332 C ‐‐ ‐‐ 6,830 5% 342 C

Between  SB I‐215 On‐Ramp and  Redlands Blvd Off‐Ramp 0 4 1 ‐‐ ‐‐ 7,840 6% 470 F ‐‐ ‐‐ 8,590 5% 430 F

Between  Redlands Blvd Off‐Ramp and Waterman Ave Off‐Ramp 0 4 1 ‐‐ ‐‐ 6,280 6% 377 C ‐‐ ‐‐ 7,550 5% 378 F

Between Waterman Ave Off‐Ramp and Waterman On‐Ramp 0 4 0 ‐‐ ‐‐ 4,990 6% 299 C ‐‐ ‐‐ 6,660 5% 333 D

Between Waterman Ave On‐Ramp and  Tippecanoe Ave Off‐Ramp 0 4 1 ‐‐ ‐‐ 5,440 6% 326 C ‐‐ ‐‐ 7,600 5% 380 F

Between  Tippecanoe Ave On‐Ramp and  Mountain View Ave Off‐Ramp 0 4 1 ‐‐ ‐‐ 4,920 6% 295 B ‐‐ ‐‐ 7,570 5% 379 F

Between Mountain View Ave On‐Ramp and  California St Off‐Ramp 0 4 1 ‐‐ ‐‐ 4,440 6% 266 F ‐‐ ‐‐ 7,900 5% 395 F

Between  California St On‐Ramp and  Alabama St Off‐Ramp 0 5 1 ‐‐ ‐‐ 4,030 6% 242 A ‐‐ ‐‐ 7,910 5% 396 C

Between  Alabama St Off‐Ramp and NB SR‐210 Off‐Ramp 0 5 0 ‐‐ ‐‐ 3,460 6% 208 B ‐‐ ‐‐ 7,050 5% 353 C

Between NB SR‐210 Off‐Ramp and  Tennessee St Off‐Ramp 0 4 0 ‐‐ ‐‐ 2,710 6% 163 B ‐‐ ‐‐ 5,510 5% 276 C

Between  SB SR‐210 On‐Ramp and  Eureka St Off‐Ramp 0 4 1 ‐‐ ‐‐ 4,370 11% 481 B ‐‐ ‐‐ 8,240 7% 577 D

Between  6th St On‐Ramp and University St Off‐Ramp 0 4 0 ‐‐ ‐‐ 3,440 11% 378 B ‐‐ ‐‐ 7,540 7% 528 F

Between  Cypress Ave On‐Ramp and  Ford St Off‐Ramp 0 4 0 ‐‐ ‐‐ 2,830 11% 311 B ‐‐ ‐‐ 6,620 7% 463 D

Between  Ford St On‐Ramp and Wabash Ave On‐Ramp 0 4 1 ‐‐ ‐‐ 2,830 11% 311 A ‐‐ ‐‐ 6,590 7% 461 C

Between Wabash On‐Ramp and  Yucaipa Blvd Off‐Ramp 0 4 1 ‐‐ ‐‐ 2,880 11% 317 A ‐‐ ‐‐ 6,630 7% 464 C

Between  Yucaipa Blvd On‐Ramp and Wabash Ave Off‐Ramp 0 4 0 ‐‐ ‐‐ 6,250 6% 375 D ‐‐ ‐‐ 3,970 7% 278 B

Between Wabash Ave Off‐Ramp and  Ford St Off‐Ramp 0 4 0 ‐‐ ‐‐ 6,200 6% 372 C ‐‐ ‐‐ 3,920 7% 274 B

Between  Ford St On‐Ramp and  Cypress Ave Off‐Ramp 0 4 0 ‐‐ ‐‐ 6,820 6% 409 D ‐‐ ‐‐ 3,980 7% 279 B

Between University St On‐Ramp and  6th St Off‐Ramp 0 4 0 ‐‐ ‐‐ 7,960 6% 478 F ‐‐ ‐‐ 4,570 7% 320 C

WESTBOUND
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I‐10 Corridor PA&ED Air Quality Data

Total 
Volume2

LOS3
Total 

Volume2
Truck

Percentage
Truck
Volume LOS3

Total 
Volume2

LOS
Total 

Volume2
Truck

Percentage
Truck
Volume LOS3

Table 1: Existing (Year 2012) Condition I‐10 Mainline Peak Hour Traffic Volumes and Level of Service1

AM Peak Hour

H
O
VFreeway Segment1 HOV HOVGP & AUX

PM Peak Hour

AU
X GP & AUX

# of Lanes

G
P

0 4 1 ‐‐ ‐‐ 8,270 6% 496 C ‐‐ ‐‐ 4,980 7% 349 B

0 4 1 ‐‐ ‐‐ 8,890 6% 533 F ‐‐ ‐‐ 5,360 7% 375 B

0 4 1 ‐‐ ‐‐ 8,080 4% 323 C ‐‐ ‐‐ 4,240 3% 127 B

0 5 1 ‐‐ ‐‐ 8,840 4% 354 C ‐‐ ‐‐ 5,230 3% 157 B

Between  California St On‐Ramp and  Mountain View Ave Off‐Ramp 0 4 1 ‐‐ ‐‐ 8,630 4% 345 F ‐‐ ‐‐ 5,680 3% 170 C

Between Mountain View Ave On‐Ramp and  Tippecanoe Ave Off‐Ramp 0 4 1 ‐‐ ‐‐ 6,920 4% 277 C ‐‐ ‐‐ 5,750 3% 173 C

Between  Tippecanoe Ave On‐Ramp and  Carnegie Dr/Waterman Ave Off‐Ramp 0 4 1 ‐‐ ‐‐ 8,630 4% 345 F ‐‐ ‐‐ 6,620 3% 199 C

Between  Carnegie Dr/Waterman Ave On‐Ramp and  NB/SB I‐215 Off‐Ramp 0 4 1 ‐‐ ‐‐ 8,040 4% 322 F ‐‐ ‐‐ 7,310 3% 219 E

Between  SB I‐215 On‐Ramp and  Sperry Dr Off‐Ramp 0 4 1 ‐‐ ‐‐ 6,040 5% 302 C ‐‐ ‐‐ 6,950 3% 209 C

Between Mt. Vernon Ave On‐Ramp and  9th St Off‐Ramp 0 4 1 ‐‐ ‐‐ 6,060 5% 303 C ‐‐ ‐‐ 6,960 3% 209 C

Between  La Cadena Dr On‐Ramp and  Rancho Ave Off‐Ramp 0 4 0 ‐‐ ‐‐ 4,370 5% 219 C ‐‐ ‐‐ 5,270 3% 158 C

Between  Rancho Ave On‐Ramp and  Pepper Ave Off‐Ramp 0 4 0 ‐‐ ‐‐ 4,250 5% 213 B ‐‐ ‐‐ 5,060 3% 152 C

Between  SB SR‐210/Alabama St On‐Ramp and  California St Off‐Ramp

Between  Orange Ave Direct/Loop On‐Ramp and  NB SR‐210 Off‐Ramp

Between  Pepper Ave On‐Ramp and  Riverside Ave Off‐Ramp 0 4 0 ‐‐ ‐‐ 4,570 5% 229 C ‐‐ ‐‐ 5,160 3% 155 C

Between  Riverside Ave On‐Ramp and  Cedar Ave Off‐Ramp 0 4 0 ‐‐ ‐‐ 6,010 5% 301 C ‐‐ ‐‐ 6,530 3% 196 D

Between  Cedar Ave On‐Ramp and  Sierra Ave Off‐Ramp 0 4 0 ‐‐ ‐‐ 5,400 5% 270 C ‐‐ ‐‐ 5,350 3% 161 C

Between  Sierra Ave On‐Ramp and  Citrus Ave Off‐Ramp 0 4 1 ‐‐ ‐‐ 6,550 5% 328 C ‐‐ ‐‐ 6,420 3% 193 C

Between  Citrus Ave Off‐Ramp and  Citrus Ave On‐Ramp 0 4 0 ‐‐ ‐‐ 6,000 5% 300 C ‐‐ ‐‐ 5,880 3% 176 C

Between  Citrus Ave On‐Ramp and  Cherry Ave Off‐Ramp 0 4 0 ‐‐ ‐‐ 6,840 5% 342 D ‐‐ ‐‐ 6,510 3% 195 D

Between  Cherry Ave On‐Ramp and  Etiwanda Ave Off‐Ramp 0 4 0 ‐‐ ‐‐ 6,920 5% 346 D ‐‐ ‐‐ 6,540 3% 196 D

0 4 1 ‐‐ ‐‐ 6,920 5% 346 C ‐‐ ‐‐ 7,130 3% 214 C

0 4 1 ‐‐ ‐‐ 7,100 5% 355 C ‐‐ ‐‐ 7,410 3% 222 D

Between  SB I‐15 On‐Ramp and  NB I‐15 On‐Ramp 0 4 1 ‐‐ ‐‐ 6,730 5% 337 C ‐‐ ‐‐ 6,330 3% 190 C

Between NB I‐15 On‐Ramp and  Milliken Ave Off‐Ramp 0 4 3 ‐‐ ‐‐ 9,300 9% 837 F ‐‐ ‐‐ 8,360 8% 669 D

Between Milliken Ave On‐Ramp and  Haven Ave Off‐Ramp 0 4 1 ‐‐ ‐‐ 9,230 9% 831 D ‐‐ ‐‐ 8,590 8% 687 D

Between Haven Ave Direct On‐Ramp and  Archibald Ave Off‐Ramp 1 4 1 900 C 6,610 9% 595 C 730 B 7,340 8% 587 C

Between  Archibald Ave Off‐Ramp and  Holt Blvd Off‐Ramp 1 4 1 1,040 C 6,610 9% 595 C 980 C 7,340 8% 587 C

Between  Etiwanda Ave Direct/Loop On‐Ramp and  NB/SB I‐15 Off‐Ramp
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I‐10 Corridor PA&ED Air Quality Data

Total 
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Table 1: Existing (Year 2012) Condition I‐10 Mainline Peak Hour Traffic Volumes and Level of Service1

AM Peak Hour

H
O
VFreeway Segment1 HOV HOVGP & AUX

PM Peak Hour

AU
X GP & AUX

# of Lanes

G
P

Between Holt Blvd Off‐Ramp and  Archibald Ave On‐Ramp 1 4 0 1,040 C 6,610 9% 595 C 980 C 7,340 8% 587 C

Between  Archibald Ave On‐Ramp and  Vineyard Ave Off‐Ramp 1 4 1 1,040 C 5,720 9% 515 C 980 C 6,960 8% 557 C

Between  Vineyard Ave Direct On‐Ramp and  4th St Off‐Ramp 1 4 0 1,120 C 6,210 9% 559 D 890 C 7,240 8% 579 D

Between  4th St On‐Ramp and  7th St Off‐Ramp  1 4 0 1,120 C 6,530 9% 588 D 890 C 6,980 8% 558 D

Between  Euclid Ave Direct On‐Ramp and  Mountain Ave Off‐Ramp 1 4 0 1,200 D 7,310 9% 658 D 1,010 C 7,450 8% 596 F

Between Mountain Ave On‐Ramp and  Central Ave Off‐Ramp 1 4 0 1,200 D 7,540 9% 679 F 1,010 C 7,340 8% 587 D

Between  Central Ave On‐Ramp and  Monte Vista Ave Off‐Ramp 1 4 1 1,290 D 7,560 9% 680 F 870 C 7,350 8% 588 D

Between Monte Vista Ave On‐Ramp and  Indian Hill Blvd Off‐Ramp 1 4 0 1,290 D 7,760 9% 698 F 870 C 7,330 8% 586 D

Between  Indian Hill Blvd On‐Ramp and  Towne Ave Off‐Ramp 1 4 0 1,290 D 7,890 9% 710 F 870 C 7,220 8% 578 D

Between  Towne Ave On‐Ramp and  Orange Grove Ave Off‐Ramp 1 4 1 1,220 D 7,950 9% 716 F 960 C 7,060 8% 565 D

Between Orange Grove Ave Off‐Ramp and Garey Ave On‐Ramp 1 4 0 1,220 D 7,080 9% 637 D 960 C 6,190 8% 495 C

Between Garey Ave On‐Ramp and  White Ave On‐Ramp 1 4 0 1,200 D 7,700 9% 693 F 920 C 6,900 8% 552 D

Between   White Ave On‐Ramp and  Dudley St Off‐Ramp 1 4 0 1,200 D 8,250 9% 743 F 920 C 7,260 8% 581 D

Notes: 
1. The freeway segments were analyzed based on the Highway Capacity Manual (HCM) 2000 basic freeway segment analysis or weaving analysis method, depending on the lane configuration. 

2. Peak hour capacity and traffic volumes are shown in vehicles per hour (vph). Total volume includes car and truck traffic volumes. There are no trucks traveling on the HOV lanes.
3. Level of Service (LOS): GP lane LOS is based on density except when traffic volume‐to‐capacity (v/c) ratio is greater than 1.00, which is LOS F (indicated with an asterisk (*) in the density column)
                                                   or if the measured freeway speed is less than 53 mph, which is LOS F (indicated with two asterisks (**) in the density column). HOV lane LOS is based on volume‐to‐capacity (v/c) ratio.

The weaving analysis method was applied to the segments highlighted in the table.
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Total 
Volume2

v/c LOS3
Total 

Volume2
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Percentage
Truck
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Total 
Volume2

LOS
Total 

Volume2
Truck

Percentage
Truck
Volume LOS3

Between Dudley St On‐Ramp and  White Ave Off‐Ramp 1 4 0 900 0.56 C 6,870 7% 481 D 1,100 C 7,200 7% 504 D

Between White Ave Off‐Ramp and  Garey Ave Off‐Ramp 1 4 0 900 0.56 C 6,230 7% 436 C 1,100 C 6,860 7% 480 D

Between Garey Ave Off‐Ramp and  Orange Grove Ave On‐Ramp 1 4 0 900 0.56 C 5,480 7% 384 C 1,100 C 6,240 7% 437 C

Between Orange Grove Ave On‐Ramp and  Towne Ave Off‐Ramp 1 4 1 900 0.56 C 6,540 7% 458 D 1,100 C 7,430 7% 520 E

Between  Towne Ave On‐Ramp and  Indian Hill Blvd Off‐Ramp 1 4 0 860 0.54 B 6,360 7% 445 D 1,060 C 7,370 7% 516 D

Between  Indian Hill Blvd On‐Ramp and  Monte Vista Ave Off‐Ramp 1 4 0 690 0.43 B 6,380 7% 447 D 1,310 D 7,300 7% 511 D

Between Monte Vista Ave On‐Ramp and  Central Ave Off‐Ramp 1 4 1 690 0.43 B 6,580 7% 461 C 1,310 D 7,410 7% 519 D

Between  Central Ave On‐Ramp and Mountain Ave Off‐Ramp 1 4 1 690 0.43 B 6,740 7% 472 C 1,310 D 7,710 7% 540 C

Between Mountain Ave Off‐Ramp and Mountain Ave On‐Ramp 1 4 0 810 0.51 B 6,070 7% 425 C 1,320 D 6,620 7% 463 D

Between Mountain Ave On‐Ramp and  Euclid Ave Off‐Ramp 1 4 0 810 0.51 B 6,900 7% 483 D 1,320 D 7,640 7% 535 F

Between  Euclid Ave On‐Ramp and Grove Ave Off‐Ramp 1 4 0 810 0.51 B 6,980 7% 489 D 1,320 D 7,200 7% 504 D

Between Grove Ave On‐Ramp and  Vineyard Ave Off‐Ramp 1 4 0 970 0.61 C 6,810 7% 477 D 1,360 D 6,470 7% 453 D

EASTBOUND

HOV GP & AUX HOV GP & AUX

AU
X

Table 2: Year 2025 Alternative 1 Condition I‐10 Mainline Peak Hour Traffic Volumes and Level of Service1

Freeway Segment1

# of Lanes AM Peak Hour PM Peak Hour

H
O
V

G
P

Between  Vineyard Ave On‐Ramp and  Archibald Ave Off‐Ramp 1 4 1 930 0.58 C 6,980 7% 489 C 1,420 D 6,900 7% 483 C

Between Holt Blvd On‐Ramp and  Archibald Ave On‐Ramp 1 4 1 930 0.58 C 7,040 7% 493 C 1,420 D 7,560 7% 529 C

Between  Archibald Ave On‐Ramp and  Haven Ave Off‐Ramp 1 4 1 1,090 0.68 C 7,450 7% 522 C 1,630 F 8,160 7% 571 C

Between Haven Ave Direct On‐Ramp and Milliken Ave Off‐Ramp 0 5 1 ‐‐ ‐‐ ‐‐ 9,240 7% 647 C ‐‐ ‐‐ 10,610 7% 743 F

Between Milliken Ave Loop On‐Ramp and NB I‐15 Off‐Ramp  0 5 1 ‐‐ ‐‐ ‐‐ 8,790 7% 615 C ‐‐ ‐‐ 10,490 7% 734 F

Between  NB I‐15 Off‐Ramp and  SB I‐15 Off‐Ramp 0 5 0 ‐‐ ‐‐ ‐‐ 7,380 7% 517 C ‐‐ ‐‐ 7,970 7% 558 D

Between  SB I‐15 Off‐Ramp and  NB I‐15 On‐Ramp 0 4 0 ‐‐ ‐‐ ‐‐ 5,320 7% 372 C ‐‐ ‐‐ 6,120 7% 428 C

0 4 1 ‐‐ ‐‐ ‐‐ 7,370 4% 295 C ‐‐ ‐‐ 8,180 4% 327 C

0 4 1 ‐‐ ‐‐ ‐‐ 8,520 4% 341 F ‐‐ ‐‐ 9,190 4% 368 F

Between  Etiwanda Ave On‐Ramp and  Cherry Ave Off‐Ramp 0 4 1 ‐‐ ‐‐ ‐‐ 7,680 4% 307 C ‐‐ ‐‐ 9,070 4% 363 D

Between  Cherry Ave Off‐Ramp and  Cherry Ave On‐Ramp 0 4 0 ‐‐ ‐‐ ‐‐ 6,850 4% 274 D ‐‐ ‐‐ 7,980 4% 319 F

Between  Cherry Ave On‐Ramp and  Beech Ave Off‐Ramp 0 4 0 ‐‐ ‐‐ ‐‐ 7,430 4% 297 F ‐‐ ‐‐ 8,860 4% 354 F

Between  Beech Ave On‐Ramp and  Citrus Ave Off‐Ramp 0 4 1 ‐‐ ‐‐ ‐‐ 7,570 4% 303 F ‐‐ ‐‐ 8,700 4% 348 F

Between  Citrus Ave On‐Ramp and  Sierra Ave Off‐Ramp 0 4 1 ‐‐ ‐‐ ‐‐ 7,650 4% 306 F ‐‐ ‐‐ 8,340 4% 334 F

Between  Sierra Ave On‐Ramp and  Cedar Ave Off‐Ramp 0 4 0 ‐‐ ‐‐ ‐‐ 7,130 4% 285 D ‐‐ ‐‐ 8,150 4% 326 F

Between  NB/SB I‐15 On‐Ramp and  Etiwanda Ave Off‐Ramp
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Table 2: Year 2025 Alternative 1 Condition I‐10 Mainline Peak Hour Traffic Volumes and Level of Service1

Freeway Segment1

# of Lanes AM Peak Hour PM Peak Hour

H
O
V

G
P

Between  Cedar Ave On‐Ramp and  Riverside Ave Off‐Ramp 0 4 0 ‐‐ ‐‐ ‐‐ 7,160 4% 286 D ‐‐ ‐‐ 7,840 4% 314 F

Between  Riverside Ave On‐Ramp and  Pepper Ave Off‐Ramp 0 4 0 ‐‐ ‐‐ ‐‐ 7,290 4% 292 D ‐‐ ‐‐ 7,970 4% 319 F

Between  Pepper Ave On‐Ramp and  Rancho Ave Off‐Ramp 0 4 0 ‐‐ ‐‐ ‐‐ 7,720 4% 309 F ‐‐ ‐‐ 8,240 4% 330 F

Between  Rancho Ave On‐Ramp and  9th St Off‐Ramp 0 4 0 ‐‐ ‐‐ ‐‐ 7,880 4% 315 F ‐‐ ‐‐ 8,410 4% 336 F

Between  9th St On‐Ramp and Mt. Vernon Ave Off‐Ramp 0 4 1 ‐‐ ‐‐ ‐‐ 8,120 4% 325 F ‐‐ ‐‐ 8,660 4% 346 F

Between Mt. Vernon Ave On‐Ramp and NB/SB I‐215 Off‐Ramp 0 4 1 ‐‐ ‐‐ ‐‐ 7,800 4% 312 F ‐‐ ‐‐ 8,490 4% 340 F

Between NB I‐215 On‐Ramp and  SB I‐215 On‐Ramp 0 4 1 ‐‐ ‐‐ ‐‐ 7,740 4% 310 F ‐‐ ‐‐ 8,440 4% 338 F

Between  SB I‐215 On‐Ramp and  Redlands Blvd Off‐Ramp 0 4 1 ‐‐ ‐‐ ‐‐ 9,380 4% 375 F ‐‐ ‐‐ 10,280 4% 411 F

Between  Redlands Blvd Off‐Ramp and Waterman Ave Off‐Ramp 0 4 1 ‐‐ ‐‐ ‐‐ 7,720 4% 309 F ‐‐ ‐‐ 9,200 4% 368 F

Between Waterman Ave Off‐Ramp and Waterman On‐Ramp 0 4 0 ‐‐ ‐‐ ‐‐ 6,270 4% 251 C ‐‐ ‐‐ 8,250 4% 330 F

Between Waterman Ave On‐Ramp and  Tippecanoe Ave Off‐Ramp 0 4 1 ‐‐ ‐‐ ‐‐ 6,740 4% 270 C ‐‐ ‐‐ 9,230 4% 369 F

Between  Tippecanoe Ave On‐Ramp and  Mountain View Ave Off‐Ramp 0 4 1 ‐‐ ‐‐ ‐‐ 6,150 4% 246 C ‐‐ ‐‐ 9,200 4% 368 F

Between Mountain View Ave On‐Ramp and  California St Off‐Ramp 0 4 1 ‐‐ ‐‐ ‐‐ 5,460 4% 218 C ‐‐ ‐‐ 9,700 4% 388 F

Between  California St On‐Ramp and Alabama St Off‐Ramp 0 4 2 ‐‐ ‐‐ ‐‐ 4,900 4% 196 B ‐‐ ‐‐ 9,770 4% 391 F

Between Alabama St Off‐Ramp and NB SR‐210 Off‐Ramp 0 4 1 ‐‐ ‐‐ ‐‐ 4,180 4% 167 B ‐‐ ‐‐ 8,860 4% 354 D

Between NB SR‐210 Off‐Ramp and  Tennessee St Off‐Ramp 0 4 0 ‐‐ ‐‐ ‐‐ 3,210 4% 128 B ‐‐ ‐‐ 6,890 4% 276 D

Between  SB SR‐210 On‐Ramp and  Eureka St Off‐Ramp 0 4 1 ‐‐ ‐‐ ‐‐ 4,850 9% 437 C ‐‐ ‐‐ 9,840 5% 492 F

Between  6th St On‐Ramp and University St Off‐Ramp 0 4 0 ‐‐ ‐‐ ‐‐ 3,860 9% 347 B ‐‐ ‐‐ 9,100 5% 455 F

Between  Cypress Ave On‐Ramp and  Ford St Off‐Ramp 0 4 0 ‐‐ ‐‐ ‐‐ 3,230 9% 291 B ‐‐ ‐‐ 8,140 5% 407 F

Between  Ford St On‐Ramp and Wabash Ave On‐Ramp 0 4 1 ‐‐ ‐‐ ‐‐ 3,130 9% 282 A ‐‐ ‐‐ 8,060 5% 403 D

Between Wabash On‐Ramp and  Yucaipa Blvd Off‐Ramp 0 4 1 ‐‐ ‐‐ ‐‐ 3,220 9% 290 A ‐‐ ‐‐ 8,160 5% 408 D

Between  Yucaipa Blvd On‐Ramp and Wabash Ave Off‐Ramp 0 4 0 ‐‐ ‐‐ ‐‐ 8,060 5% 403 F ‐‐ ‐‐ 4,670 8% 374 C

Between Wabash Ave Off‐Ramp and  Ford St Off‐Ramp 0 4 0 ‐‐ ‐‐ ‐‐ 7,950 5% 398 F ‐‐ ‐‐ 4,550 8% 364 C

Between  Ford St On‐Ramp and  Cypress Ave Off‐Ramp 0 4 0 ‐‐ ‐‐ ‐‐ 8,530 5% 427 F ‐‐ ‐‐ 4,770 8% 382 C

Between University St On‐Ramp and  6th St Off‐Ramp 0 4 0 ‐‐ ‐‐ ‐‐ 9,670 5% 484 F ‐‐ ‐‐ 5,350 8% 428 C

0 4 1 ‐‐ ‐‐ ‐‐ 10,030 5% 502 F ‐‐ ‐‐ 5,770 8% 462 B

0 4 1 ‐‐ ‐‐ ‐‐ 10,660 5% 533 F ‐‐ ‐‐ 6,160 8% 493 C

WESTBOUND

Between  Orange Ave Direct/Loop On‐Ramp and  NB SR‐210 Off‐Ramp
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Table 2: Year 2025 Alternative 1 Condition I‐10 Mainline Peak Hour Traffic Volumes and Level of Service1

Freeway Segment1

# of Lanes AM Peak Hour PM Peak Hour

H
O
V

G
P

0 4 1 ‐‐ ‐‐ ‐‐ 8,730 4% 349 F ‐‐ ‐‐ 4,400 5% 220 B

0 5 1 ‐‐ ‐‐ ‐‐ 9,770 4% 391 D ‐‐ ‐‐ 5,600 5% 280 B

Between  California St On‐Ramp and  Mountain View Ave Off‐Ramp 0 4 1 ‐‐ ‐‐ ‐‐ 9,370 4% 375 F ‐‐ ‐‐ 6,230 5% 312 C

Between Mountain View Ave On‐Ramp and  Tippecanoe Ave Off‐Ramp 0 4 1 ‐‐ ‐‐ ‐‐ 9,070 4% 363 F ‐‐ ‐‐ 6,920 5% 346 D

Between  Tippecanoe Ave On‐Ramp and  Carnegie Dr/Waterman Ave Off‐Ramp 0 4 1 ‐‐ ‐‐ ‐‐ 9,110 4% 364 F ‐‐ ‐‐ 7,550 5% 378 F

Between  Carnegie Dr/Waterman Ave On‐Ramp and  NB/SB I‐215 Off‐Ramp 0 4 1 ‐‐ ‐‐ ‐‐ 8,560 4% 342 F ‐‐ ‐‐ 8,330 5% 417 F

Between  SB I‐215 On‐Ramp and  Sperry Dr Off‐Ramp 0 4 1 ‐‐ ‐‐ ‐‐ 7,090 5% 355 C ‐‐ ‐‐ 8,330 4% 333 F

Between Mt. Vernon Ave On‐Ramp and  9th St Off‐Ramp 0 4 1 ‐‐ ‐‐ ‐‐ 7,010 5% 351 C ‐‐ ‐‐ 8,120 4% 325 F

Between  La Cadena Dr On‐Ramp and  Rancho Ave Off‐Ramp 0 4 0 ‐‐ ‐‐ ‐‐ 6,900 5% 345 D ‐‐ ‐‐ 7,930 4% 317 F

Between  Rancho Ave On‐Ramp and  Pepper Ave Off‐Ramp 0 4 0 ‐‐ ‐‐ ‐‐ 6,700 5% 335 D ‐‐ ‐‐ 7,660 4% 306 F

Between  Pepper Ave On‐Ramp and  Riverside Ave Off‐Ramp 0 4 0 ‐‐ ‐‐ ‐‐ 6,740 5% 337 D ‐‐ ‐‐ 7,580 4% 303 F

Between  Riverside Ave On‐Ramp and  Cedar Ave Off‐Ramp 0 4 1 ‐‐ ‐‐ ‐‐ 6,760 5% 338 C ‐‐ ‐‐ 7,530 4% 301 C

Between  Cedar Ave Off‐Ramp and  Cedar Ave On‐Ramp 0 4 0 ‐‐ ‐‐ ‐‐ 5,920 5% 296 C ‐‐ ‐‐ 6,510 4% 260 D

Between  SB SR‐210/Alabama St On‐Ramp and  California St Off‐Ramp

Between  Cedar Ave On‐Ramp and  Sierra Ave Off‐Ramp 0 4 0 ‐‐ ‐‐ ‐‐ 7,220 5% 361 D ‐‐ ‐‐ 7,490 4% 300 F

Between  Sierra Ave On‐Ramp and  Citrus Ave Off‐Ramp 0 4 1 ‐‐ ‐‐ ‐‐ 7,510 5% 376 F ‐‐ ‐‐ 7,890 4% 316 F

Between  Citrus Ave Off‐Ramp and  Citrus Ave Loop On‐Ramp 0 4 0 ‐‐ ‐‐ ‐‐ 6,940 5% 347 D ‐‐ ‐‐ 7,270 4% 291 D

Between  Citrus Ave On‐Ramp and  Beech Ave Off‐Ramp 0 4 0 ‐‐ ‐‐ ‐‐ 8,150 5% 408 F ‐‐ ‐‐ 8,050 4% 322 F

Between  Beech Ave On‐Ramp and  Cherry Ave Off‐Ramp 0 4 1 ‐‐ ‐‐ ‐‐ 8,610 5% 431 F ‐‐ ‐‐ 8,250 4% 330 F

Between  Cherry Ave Loop On‐Ramp and  Cherry Ave On‐Ramp 0 4 1 ‐‐ ‐‐ ‐‐ 7,880 5% 394 C ‐‐ ‐‐ 7,730 4% 309 C

Between  Cherry Ave On‐Ramp and  Etiwanda Ave Off‐Ramp 0 4 0 ‐‐ ‐‐ ‐‐ 8,630 5% 432 F ‐‐ ‐‐ 8,100 4% 324 F

0 4 1 ‐‐ ‐‐ ‐‐ 8,640 5% 432 F ‐‐ ‐‐ 8,700 4% 348 F

0 4 1 ‐‐ ‐‐ ‐‐ 9,000 5% 450 F ‐‐ ‐‐ 9,310 4% 372 F

Between  SB I‐15 On‐Ramp and  NB I‐15 On‐Ramp 0 4 1 ‐‐ ‐‐ ‐‐ 9,220 5% 461 F ‐‐ ‐‐ 9,180 4% 367 F

Between NB I‐15 On‐Ramp and  Milliken Ave Off‐Ramp 0 4 3 ‐‐ ‐‐ ‐‐ 11,890 8% 951 F ‐‐ ‐‐ 11,290 7% 790 F

Between Milliken Ave On‐Ramp and  Haven Ave Off‐Ramp 0 4 1 ‐‐ ‐‐ ‐‐ 11,710 8% 937 F ‐‐ ‐‐ 11,530 7% 807 F

Between Haven Ave Direct On‐Ramp and  Archibald Ave Off‐Ramp 1 4 1 1,470 0.92 E 9,570 8% 766 F 2,100 F 10,000 7% 700 F

Between Archibald Ave Off‐Ramp and  Holt Blvd Off‐Ramp 1 4 1 1,470 0.92 E 8,940 8% 715 F 2,100 F 9,500 7% 665 F

Between Holt Blvd Off‐Ramp and  Archibald Ave On‐Ramp 1 4 0 1,470 0.92 E 7,520 8% 602 F 2,100 F 8,360 7% 585 F

Between  Etiwanda Ave Direct/Loop On‐Ramp and  NB/SB I‐15 Off‐Ramp
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Table 2: Year 2025 Alternative 1 Condition I‐10 Mainline Peak Hour Traffic Volumes and Level of Service1

Freeway Segment1

# of Lanes AM Peak Hour PM Peak Hour

H
O
V

G
P

Between Archibald Ave On‐Ramp and  Vineyard Ave Off‐Ramp 1 4 1 1,470 0.92 E 8,240 8% 659 F 2,100 F 9,770 7% 684 F

Between  Vineyard Ave Direct On‐Ramp and  Grove Ave Off‐Ramp 1 4 0 1,240 0.78 D 8,190 8% 655 F 1,760 F 9,460 7% 662 F

Between Grove Ave On‐Ramp and  7th St Off‐Ramp  1 4 0 1,240 0.78 D 8,530 8% 682 F 1,750 F 9,390 7% 657 F

Between  Euclid Ave Direct On‐Ramp and  Mountain Ave Off‐Ramp 1 4 0 1,280 0.80 D 8,710 8% 697 F 1,820 F 9,280 7% 650 F

Between Mountain Ave On‐Ramp and  Central Ave Off‐Ramp 1 4 0 1,280 0.80 D 8,670 8% 694 F 1,820 F 8,860 7% 620 F

Between  Central Ave On‐Ramp and  Monte Vista Ave Off‐Ramp 1 4 1 1,430 0.89 D 8,490 8% 679 F 1,710 F 8,510 7% 596 F

Between Monte Vista Ave On‐Ramp and  Indian Hill Blvd Off‐Ramp 1 4 0 1,430 0.89 D 8,550 8% 684 F 1,710 F 8,310 7% 582 F

Between  Indian Hill Blvd On‐Ramp and  Towne Ave Off‐Ramp 1 4 0 1,520 0.95 E 8,560 8% 685 F 1,530 E 8,380 7% 587 F

Between  Towne Ave On‐Ramp and  Orange Grove Ave Off‐Ramp 1 4 1 1,360 0.85 D 8,800 8% 704 F 1,390 D 8,480 7% 594 F

Between Orange Grove Ave Off‐Ramp and Garey Ave On‐Ramp 1 4 0 1,360 0.85 D 7,820 8% 626 F 1,390 D 7,580 7% 531 F

Between Garey Ave On‐Ramp and  White Ave On‐Ramp 1 4 0 1,520 0.95 E 8,340 8% 667 F 1,500 E 8,150 7% 571 F

Between   White Ave On‐Ramp and  Dudley St Off‐Ramp 1 4 0 1,520 0.95 E 8,910 8% 713 F 1,500 E 8,530 7% 597 F

Notes: 
1. The freeway segments were analyzed based on the Highway Capacity Manual (HCM) 2000 basic freeway segment analysis or weaving analysis method, depending on the lane configuration. 

2. Peak hour capacity and traffic volumes are shown in vehicles per hour (vph). Total volume includes car and truck traffic volumes. There are no trucks traveling on the HOV lanes.
3. Level of Service (LOS): GP lane LOS is based on density except when traffic volume‐to‐capacity (v/c) ratio is greater than 1.00, which is LOS F (indicated with an asterisk (*) in the density column)
                                                   or if the measured freeway speed is less than 53 mph, which is LOS F (indicated with two asterisks (**) in the density column). HOV lane LOS is based on volume‐to‐capacity (v/c) ratio.

The weaving analysis method was applied to the segments highlighted in the table.
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Between Dudley St On‐Ramp and  White Ave Off‐Ramp 1 4 0 1,100 0.69 C 7,550 7% 529 F 1,300 0.81 D 7,390 7% 517 D

Between White Ave Off‐Ramp and  Garey Ave Off‐Ramp 1 4 0 1,100 0.69 C 6,980 7% 489 D 1,300 0.81 D 7,050 7% 494 D

Between Garey Ave Off‐Ramp and  Orange Grove Ave On‐Ramp 1 4 0 1,100 0.69 C 6,240 7% 437 C 1,300 0.81 D 6,430 7% 450 D

Between Orange Grove Ave On‐Ramp and  Towne Ave Off‐Ramp 1 4 1 1,100 0.69 C 7,300 7% 511 D 1,300 0.81 D 7,620 7% 533 F

Between  Towne Ave On‐Ramp and  Indian Hill Blvd Off‐Ramp 1 4 0 1,100 0.69 C 7,120 7% 498 D 1,300 0.81 D 7,580 7% 531 F

Between  Indian Hill Blvd On‐Ramp and  Monte Vista Ave Off‐Ramp 1 4 0 1,130 0.71 C 7,110 7% 498 D 1,660 1.04 F 7,440 7% 521 F

Between Monte Vista Ave On‐Ramp and  Central Ave Off‐Ramp 1 4 1 790 0.49 B 7,620 7% 533 F 1,590 0.99 E 7,620 7% 533 F

Between  Central Ave On‐Ramp and Mountain Ave Off‐Ramp 1 4 1 840 0.53 B 7,640 7% 535 C 1,680 1.05 F 7,820 7% 547 C

Between Mountain Ave Off‐Ramp and Mountain Ave On‐Ramp 1 4 0 840 0.53 B 6,930 7% 485 D 1,680 1.05 F 6,730 7% 471 D

Between Mountain Ave On‐Ramp and  Euclid Ave Off‐Ramp 1 4 0 880 0.55 C 7,830 7% 548 F 1,610 1.01 F 7,830 7% 548 F

Between  Euclid Ave On‐Ramp and Grove Ave Off‐Ramp 1 4 0 810 0.51 B 7,970 7% 558 F 1,500 0.94 E 7,510 7% 526 F

EASTBOUND

HOV GP & AUX HOV GP & AUX
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Table 3:  Year 2025 Alternative 2 Condition I‐10 Mainline Peak Hour Traffic Volumes and Level of Service1

Freeway Segment1

# of Lanes AM Peak Hour PM Peak Hour

Between Grove Ave On‐Ramp and  Vineyard Ave Off‐Ramp 1 4 0 1,120 0.70 C 7,450 7% 522 F 1,580 0.99 E 6,680 7% 468 D

Between  Vineyard Ave On‐Ramp and  Archibald Ave Off‐Ramp 1 4 1 890 0.56 C 7,750 7% 543 F 1,400 0.88 D 7,380 7% 517 C

Between Holt Blvd On‐Ramp and  Archibald Ave On‐Ramp 1 4 1 890 0.56 C 7,680 7% 538 C 1,400 0.88 D 7,900 7% 553 C

Between  Archibald Ave On‐Ramp and  Haven Ave Off‐Ramp 1 4 1 680 0.43 B 8,450 7% 592 F 1,330 0.83 D 8,840 7% 619 F

Between  Haven Ave Loop On‐Ramp and  Haven Ave On‐Ramp 1 4 0 680 0.43 B 7,170 7% 502 C 1,330 0.83 D 7,960 7% 557 F

Between Haven Ave Direct On‐Ramp and Milliken Ave Off‐Ramp 1 4 1 620 0.39 B 8,870 7% 621 F 1,250 0.78 D 9,350 7% 655 F

Between Milliken Ave Loop On‐Ramp and NB I‐15 Off‐Ramp  1 4 2 420 0.26 A 8,660 7% 606 F 940 0.59 C 9,630 7% 674 F

Between  NB I‐15 Off‐Ramp and  SB I‐15 Off‐Ramp 1 4 1 420 0.26 A 7,250 7% 508 C 940 0.59 C 7,110 7% 498 C

Between  SB I‐15 Off‐Ramp and NB I‐15 On‐Ramp 1 4 0 370 0.23 A 5,280 7% 370 C 880 0.55 C 5,320 7% 372 C

1 4 1 370 0.23 A 7,310 4% 292 C 880 0.55 C 7,450 4% 298 C

1 4 1 370 0.23 A 8,460 4% 338 F 880 0.55 C 8,460 4% 338 F

Between  Etiwanda Ave On‐Ramp and  Cherry Ave Off‐Ramp 1 4 1 310 0.19 A 7,680 4% 307 C 810 0.51 B 8,420 4% 337 D

Between  Cherry Ave Off‐Ramp and  Cherry Ave On‐Ramp 1 4 0 310 0.19 A 6,940 4% 278 D 670 0.42 B 7,520 4% 301 F

Between  Cherry Ave On‐Ramp and  Beech Ave Off‐Ramp 1 4 0 310 0.19 A 7,470 4% 299 F 670 0.42 B 8,240 4% 330 F

Between  Beech Ave On‐Ramp and  Citrus Ave Off‐Ramp 1 4 1 320 0.20 A 7,590 4% 304 F 660 0.41 B 8,070 4% 323 F

Between  NB/SB I‐15 On‐Ramp and  Etiwanda Ave Off‐Ramp
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Table 3:  Year 2025 Alternative 2 Condition I‐10 Mainline Peak Hour Traffic Volumes and Level of Service1

Freeway Segment1

# of Lanes AM Peak Hour PM Peak Hour

Between  Citrus Ave On‐Ramp and  Sierra Ave On‐Ramp 1 4 1 380 0.24 A 7,590 4% 304 F 780 0.49 B 7,600 4% 304 F

Between  Sierra Ave On‐Ramp and  Cedar Ave Off‐Ramp 1 4 0 350 0.22 A 7,150 4% 286 D 720 0.45 B 7,460 4% 298 F

Between  Cedar Ave On‐Ramp and  Riverside Ave Off‐Ramp 1 4 0 340 0.21 A 7,290 4% 292 D 710 0.44 B 7,280 4% 291 D

Between  Riverside Ave On‐Ramp and  Pepper Ave Off‐Ramp 1 4 0 360 0.23 A 7,600 4% 304 F 730 0.46 B 7,570 4% 303 F

Between  Pepper Ave On‐Ramp and  Rancho Ave Off‐Ramp 1 4 0 410 0.26 A 7,970 4% 319 F 750 0.47 B 7,830 4% 313 F

Between  Rancho Ave On‐Ramp and  9th St Off‐Ramp 1 4 0 390 0.24 A 8,170 4% 327 F 760 0.48 B 8,000 4% 320 F

Between  9th St On‐Ramp and Mt. Vernon Ave Off‐Ramp 1 4 1 410 0.26 A 8,450 4% 338 F 820 0.51 B 8,180 4% 327 F

Between Mt. Vernon Ave On‐Ramp and NB/SB I‐215 Off‐Ramp 1 4 1 430 0.27 A 8,240 4% 330 F 880 0.55 C 8,140 4% 326 F

Between NB I‐215 On‐Ramp and  SB I‐215 On‐Ramp 1 4 1 460 0.29 A 8,220 4% 329 C 950 0.59 C 8,140 4% 326 C

Between  SB I‐215 On‐Ramp and  Redlands Blvd Off‐Ramp 1 4 2 480 0.30 A 9,810 4% 392 F 1,010 0.63 C 10,090 4% 404 F

Between  Redlands Blvd Off‐Ramp and Waterman Ave Off‐Ramp 1 4 1 490 0.31 A 8,130 4% 325 C 1,030 0.64 C 8,970 4% 359 F

Between Waterman Ave Off‐Ramp and Waterman Ave On‐Ramp 1 4 0 490 0.31 A 6,670 4% 267 D 1,030 0.64 C 8,000 4% 320 F

Between Waterman Ave On‐Ramp and  Tippecanoe Ave Off‐Ramp 1 4 1 660 0.41 B 6,970 4% 279 C 1,270 0.79 D 8,740 4% 350 F

Between  Tippecanoe Ave On‐Ramp and  Mountain View Ave Off‐Ramp 1 4 1 660 0.41 B 6,370 4% 255 C 1,190 0.74 C 8,830 4% 353 F

Between Mountain View Ave On‐Ramp and  California St Off‐Ramp 1 4 1 670 0.42 B 5,680 4% 227 C 1,320 0.83 D 9,120 4% 365 F

Between  California St On‐Ramp and Alabama St Off‐Ramp 1 4 1 690 0.43 B 5,140 4% 206 B 1,380 0.86 D 9,180 4% 367 F

Between Alabama St Off‐Ramp and NB SR‐210 Off‐Ramp 1 4 1 690 0.43 B 4,450 4% 178 B 1,380 0.86 D 8,250 4% 330 D

Between NB SR‐210 Off‐Ramp and  Tennessee St Off‐Ramp 1 4 0 770 0.48 B 3,510 4% 140 B 1,440 0.90 D 6,140 4% 246 C

Between  SB SR‐210 On‐Ramp and  Eureka St Off‐Ramp 1 4 1 850 0.53 B 5,170 9% 465 C 1,500 0.94 E 9,030 5% 452 F

Between  6th St On‐Ramp and University St Off‐Ramp 1 4 0 930 0.58 C 4,100 9% 369 B 1,560 0.98 E 8,230 5% 412 F

Between  Cypress Ave On‐Ramp and  Ford St Off‐Ramp 1 4 0 1,000 0.63 C 3,410 9% 307 B 1,610 1.01 F 7,270 5% 364 D

Between  Ford St On‐Ramp and Wabash Ave On‐Ramp 0 5 0 ‐‐ ‐‐ ‐‐ 4,200 9% 378 B ‐‐ ‐‐ ‐‐ 8,680 5% 434 D

Between Wabash Ave On‐Ramp and  Yucaipa Blvd Off‐Ramp 0 5 0 ‐‐ ‐‐ ‐‐ 4,280 9% 385 B ‐‐ ‐‐ ‐‐ 8,770 5% 439 D

Between  Yucaipa Blvd On‐Ramp and Wabash Ave Off‐Ramp 0 4 0 ‐‐ ‐‐ ‐‐ 8,160 5% 408 F ‐‐ ‐‐ ‐‐ 4,980 8% 398 C

Between Wabash Ave Off‐Ramp and  Ford St Off‐Ramp 0 4 0 ‐‐ ‐‐ ‐‐ 8,050 5% 403 F ‐‐ ‐‐ ‐‐ 4,860 8% 389 C

Between  Ford St On‐Ramp and  Cypress Ave Off‐Ramp 1 4 0 860 0.54 B 7,920 5% 396 F 1,030 0.64 C 4,050 8% 324 B

WESTBOUND

PARSONS Table 3: Page 2 of 4 May 30, 2014



I‐10 Corridor PA&ED Air Quality Data

Total 
Demand 
Volume2

d/c LOS3
Total 

Demand 
Volume2

Truck
Percentage

Truck
Volume LOS3

Total 
Demand 
Volume2

d/c LOS
Total 

Demand 
Volume2

Truck
Percentage

Truck
Volume LOS3

HOV GP & AUX HOV GP & AUX

H
O
V

AU
X

G
P

Table 3:  Year 2025 Alternative 2 Condition I‐10 Mainline Peak Hour Traffic Volumes and Level of Service1

Freeway Segment1

# of Lanes AM Peak Hour PM Peak Hour

Between University St On‐Ramp and  6th St Off‐Ramp 1 4 0 920 0.58 C 9,010 5% 451 F 1,050 0.66 C 4,620 8% 370 C

1 4 1 1,140 0.71 C 9,190 5% 460 F 1,090 0.68 C 5,040 8% 403 B

1 4 1 1,140 0.71 C 9,830 5% 492 F 1,090 0.68 C 5,450 8% 436 C

Between  SB SR‐210 On‐Ramp and Alabama St On‐Ramp 1 4 1 940 0.59 C 8,260 4% 330 C 1,250 0.78 D 3,750 5% 188 B

Between  Alabama St On‐Ramp and  California St Off‐Ramp 1 4 2 840 0.53 B 9,390 4% 376 F 1,330 0.83 D 4,870 5% 244 B

Between  California St On‐Ramp and  Mountain View Ave Off‐Ramp 1 4 1 740 0.46 B 9,020 4% 361 F 1,400 0.88 D 5,410 5% 271 C

Between Mountain View Ave On‐Ramp and  Tippecanoe Ave Off‐Ramp 1 4 1 1,040 0.65 C 8,440 4% 338 F 1,370 0.86 D 6,100 5% 305 C

Between  Tippecanoe Ave On‐Ramp and  Carnegie Dr/Waterman Ave Off‐Ramp 1 4 1 1,100 0.69 C 8,420 4% 337 F 1,520 0.95 E 6,600 5% 330 C

Between  Carnegie Dr/Waterman Ave On‐Ramp and  NB/SB I‐215 Off‐Ramp 1 4 1 560 0.35 B 8,360 4% 334 F 1,200 0.75 D 7,700 5% 385 F

Between  SB I‐215 On‐Ramp and  Sperry Dr Off‐Ramp 1 4 1 650 0.41 B 6,620 5% 331 C 1,220 0.76 D 7,590 4% 304 F

Between Mt. Vernon Ave On‐Ramp and  9th St Off‐Ramp 1 4 1 720 0.45 B 6,410 5% 321 C 1,190 0.74 C 7,350 4% 294 D

Between  La Cadena Dr On‐Ramp and  Rancho Ave Off‐Ramp 1 4 1 740 0.46 B 6,280 5% 314 C 1,220 0.76 D 7,230 4% 289 C

Between  Orange Ave Direct/Loop On‐Ramp and  NB SR‐210 Off‐Ramp

Between  Rancho Ave On‐Ramp and  Pepper Ave Off‐Ramp 1 4 0 760 0.48 B 6,170 5% 309 C 1,250 0.78 D 7,020 4% 281 D

Between  Pepper Ave On‐Ramp and  Riverside Ave Off‐Ramp 1 4 0 430 0.27 A 6,570 5% 329 D 580 0.36 B 7,650 4% 306 F

Between  Riverside Ave On‐Ramp and  Cedar Ave Off‐Ramp 1 4 1 450 0.28 A 6,550 5% 328 C 570 0.36 B 7,600 4% 304 C

Between  Cedar Ave Off‐Ramp and  Cedar Ave On‐Ramp 1 4 0 450 0.28 A 5,660 5% 283 C 570 0.36 B 6,560 4% 262 D

Between  Cedar Ave On‐Ramp and  Sierra Ave Off‐Ramp 1 4 0 470 0.29 A 6,950 5% 348 D 550 0.34 B 7,560 4% 302 F

Between  Sierra Ave On‐Ramp and  Citrus Ave Off‐Ramp 1 4 1 530 0.33 B 7,220 5% 361 C 590 0.37 B 7,920 4% 317 F

Between  Citrus Ave Off‐Ramp and  Citrus Ave Loop On‐Ramp 1 4 0 530 0.33 B 6,650 5% 333 D 590 0.37 B 7,280 4% 291 D

Between  Citrus Ave On‐Ramp and  Beech Ave Off‐Ramp 1 4 0 460 0.29 A 7,950 5% 398 F 450 0.28 A 8,170 4% 327 F

Between  Beech Ave On‐Ramp and  Cherry Ave Off‐Ramp 1 4 1 440 0.28 A 8,440 5% 422 F 380 0.24 A 8,440 4% 338 F

Between  Cherry Ave Loop On‐Ramp and  Cherry Ave On‐Ramp 1 4 1 440 0.28 A 7,660 5% 383 C 380 0.24 A 7,720 4% 309 C

Between  Cherry Ave On‐Ramp and  Etiwanda Ave Off‐Ramp 1 4 0 720 0.45 B 8,150 5% 408 F 1,050 0.66 C 7,540 4% 302 F

1 4 1 890 0.56 C 8,020 5% 401 C 1,230 0.77 D 7,930 4% 317 C

1 4 1 890 0.56 C 8,460 5% 423 F 1,230 0.77 D 8,720 4% 349 F

Between  SB I‐15 On‐Ramp and  NB I‐15 On‐Ramp 1 4 1 1,220 0.76 D 8,480 5% 424 D 1,480 0.93 E 8,450 4% 338 D

Between NB I‐15 On‐Ramp and  Milliken Ave Off‐Ramp 1 4 3 1,720 1.08 F 10,650 8% 852 F 1,860 1.16 F 10,180 7% 713 F

Between  Etiwanda Ave Direct/Loop On‐Ramp and  NB/SB I‐15 Off‐Ramp
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Table 3:  Year 2025 Alternative 2 Condition I‐10 Mainline Peak Hour Traffic Volumes and Level of Service1

Freeway Segment1

# of Lanes AM Peak Hour PM Peak Hour

Between Milliken Ave On‐Ramp and  Haven Ave Off‐Ramp 1 4 1 2,210 1.38 F 9,970 8% 798 F 2,230 1.39 F 10,040 7% 703 F

Between Haven Ave Direct On‐Ramp and  Archibald Ave Off‐Ramp 1 4 1 1,970 1.23 F 9,480 8% 758 F 2,240 1.40 F 10,580 7% 741 F

Between Archibald Ave Off‐Ramp and  Holt Blvd Off‐Ramp 1 4 1 1,970 1.23 F 8,850 8% 708 F 2,240 1.40 F 10,080 7% 706 F

Between Holt Blvd Off‐Ramp and  Archibald Ave On‐Ramp 1 4 0 1,200 0.75 D 8,090 8% 647 F 2,210 1.38 F 8,820 7% 617 F

Between Archibald Ave On‐Ramp and  Vineyard Ave Off‐Ramp 1 4 1 1,200 0.75 D 8,780 8% 702 F 2,210 1.38 F 10,160 7% 711 F

Between  Vineyard Ave Direct On‐Ramp and  Grove Ave Off‐Ramp 1 4 0 1,460 0.91 E 8,110 8% 649 F 2,280 1.43 F 9,360 7% 655 F

Between Grove Ave On‐Ramp and  7th St Off‐Ramp  1 4 0 1,240 0.78 D 8,670 8% 694 F 2,120 1.33 F 9,420 7% 659 F

Between  Euclid Ave Direct On‐Ramp and  Mountain Ave Off‐Ramp 1 4 0 1,330 0.83 D 8,730 8% 698 F 2,060 1.29 F 9,390 7% 657 F

Between Mountain Ave On‐Ramp and  Central Ave Off‐Ramp 1 4 0 1,720 1.08 F 8,260 8% 661 F 2,060 1.29 F 8,990 7% 629 F

Between  Central Ave On‐Ramp and  Monte Vista Ave Off‐Ramp 1 4 1 1,560 0.98 E 8,390 8% 671 F 1,700 1.06 F 8,880 7% 622 F

Between Monte Vista Ave On‐Ramp and  Indian Hill Blvd Off‐Ramp 1 4 0 1,590 0.99 E 8,390 8% 671 F 1,730 1.08 F 8,580 7% 601 F

Between  Indian Hill Blvd On‐Ramp and  Towne Ave Off‐Ramp 1 4 0 1,600 1.00 E 8,440 8% 675 F 1,640 1.03 F 8,560 7% 599 F

Between  Towne Ave On‐Ramp and  Orange Grove Ave Off‐Ramp 1 4 1 1,420 0.89 D 8,730 8% 698 F 1,520 0.95 E 8,650 7% 606 F

Between Orange Grove Ave Off‐Ramp and Garey Ave On‐Ramp 1 4 0 1,420 0.89 D 7,760 8% 621 F 1,520 0.95 E 7,740 7% 542 F

Between Garey Ave On‐Ramp and  White Ave On‐Ramp 1 4 0 1,660 1.04 F 8,200 8% 656 F 1,700 1.06 F 8,250 7% 578 F

Between   White Ave On‐Ramp and  Dudley St Off‐Ramp 1 4 0 1,660 1.04 F 8,770 8% 702 F 1,700 1.06 F 8,630 7% 604 F

Notes: 
1. The freeway segments were analyzed based on the Highway Capacity Manual (HCM) 2000 basic freeway segment analysis or weaving analysis method, depending on the lane configuration.  

2. Peak hour capacity and traffic volumes are shown in vehicles per hour (vph). Total volume includes car and truck traffic volumes. There are no trucks traveling on the HOV lanes.
3. Level of Service (LOS): GP lane LOS is based on density except when traffic demand volume‐to‐capacity (d/c) ratio is greater than 1.00, which is LOS F (indicated with an asterisk (*) in the density column).
                                            HOV lane LOS is based on demand volume‐to‐capacity (d/c) ratio.

The weaving analysis method was applied to the segments highlighted in the table.
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Between Dudley St On‐Ramp and  White Ave Off‐Ramp 1 0 4 0 1,200 D 8,100 7% 567 F 1,600 E 7,980 7% 559 F

Between White Ave Off‐Ramp and  Garey Ave Off‐Ramp 1 0 4 0 1,200 D 7,500 7% 525 F 1,600 E 7,630 7% 534 F

Between Garey Ave Off‐Ramp and  Orange Grove Ave On‐Ramp 1 0 4 0 1,200 D 6,770 7% 474 D 1,600 E 7,010 7% 491 D

Between Orange Grove Ave On‐Ramp and  Towne Ave Off‐Ramp 1 0 4 1 1,200 D 7,850 7% 550 F 1,600 E 8,210 7% 575 F

Between  Towne Ave On‐Ramp and  Indian Hill Blvd Off‐Ramp 0 0 5 0 ‐‐ ‐‐ 8,880 7% 622 D ‐‐ ‐‐ 9,780 7% 685 F

Between  Indian Hill Blvd On‐Ramp and  Monte Vista Ave Off‐Ramp 0 0 6 0 ‐‐ ‐‐ 8,970 7% 628 C ‐‐ ‐‐ 10,180 7% 713 D

Between Monte Vista Ave On‐Ramp and  Central Ave Off‐Ramp 2 0 4 1 2,400 C 6,830 7% 478 C 2,810 C 7,670 7% 537 F

Between  Central Ave On‐Ramp and Mountain Ave Off‐Ramp 2 0 4 1 2,400 C 6,990 7% 489 C 2,810 C 8,080 7% 566 C

Between Mountain Ave Off‐Ramp and Mountain Ave On‐Ramp 2 1 4 0 2,060 B 6,580 7% 461 C 2,100 B 7,700 7% 539 F

Between Mountain Ave On‐Ramp and  Euclid Ave Off‐Ramp 2 0 4 0 2,600 C 7,010 7% 491 C 2,840 C 8,020 7% 561 F

Between  Euclid Ave On‐Ramp and Grove Ave Off‐Ramp 2 1 4 0 2,220 C 7,460 7% 522 F 2,090 B 8,350 7% 585 F
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Table 4:  Year 2025 Alternative 3 Condition I‐10 Mainline Peak Hour Traffic Volumes and Level of Service1

Freeway Segment1

Lane Type

Between Grove Ave On‐Ramp and  Vineyard Ave Off‐Ramp 2 0 4 0 2,320 C 7,140 7% 500 D 2,710 C 6,970 7% 488 D

Between  Vineyard Ave On‐Ramp and  Archibald Ave Off‐Ramp 2 0 4 1 2,320 C 7,250 7% 508 C 2,710 C 7,540 7% 528 F

Between Holt Blvd On‐Ramp and  Archibald Ave On‐Ramp 2 0 4 1 2,320 C 7,300 7% 511 C 2,710 C 8,210 7% 575 C

Between  Archibald Ave On‐Ramp and  Haven Ave Off‐Ramp 2 0 4 1 2,320 C 7,870 7% 551 C 2,710 C 9,060 7% 634 F

Between  Haven Ave Loop On‐Ramp and  Haven Ave On‐Ramp 2 0 4 1 2,200 C 6,960 7% 487 C 2,330 C 8,810 7% 617 F

Between Haven Ave Direct On‐Ramp and Milliken Ave Off‐Ramp 2 0 4 1 2,200 C 8,600 7% 602 F 2,330 C 10,130 7% 709 F

Between Milliken Ave Loop On‐Ramp and NB I‐15 Off‐Ramp  2 0 4 2 2,200 C 8,150 7% 571 C 2,330 C 10,010 7% 701 F

Between  NB I‐15 Off‐Ramp and  SB I‐15 Off‐Ramp 2 0 4 1 2,200 C 6,720 7% 470 C 2,330 C 7,450 7% 522 C

Between  SB I‐15 Off‐Ramp and  NB I‐15 On‐Ramp 2 0 4 0 2,200 C 4,630 7% 324 C 2,330 C 5,570 7% 390 C

2 0 4 1 2,200 C 6,670 4% 267 C 2,330 C 7,650 4% 306 C

2 0 4 1 2,200 C 7,820 4% 313 D 2,330 C 8,690 4% 348 F

Between  Etiwanda Ave On‐Ramp and  Cherry Ave Off‐Ramp 2 1 4 1 1,770 B 7,400 4% 296 C 1,810 B 9,090 4% 364 C

Between  Cherry Ave On‐Ramp and  Beech Ave Off‐Ramp 2 0 4 0 2,360 C 6,540 4% 262 D 2,480 C 7,980 4% 319 F

Between  Beech Ave On‐Ramp and  Citrus Ave Off‐Ramp 2 0 4 1 2,360 C 6,670 4% 267 C 2,480 C 7,750 4% 310 F

Between  Citrus Ave On‐Ramp and  Sierra Ave On‐Ramp 2 0 4 1 2,240 C 6,920 4% 277 C 2,310 C 7,540 4% 302 C

Between  NB/SB I‐15 On‐Ramp and  Etiwanda Ave Off‐Ramp
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Table 4:  Year 2025 Alternative 3 Condition I‐10 Mainline Peak Hour Traffic Volumes and Level of Service1

Freeway Segment1

Lane Type

Between  Sierra Ave On‐Ramp and  Cedar Ave Off‐Ramp 2 0 4 0 2,240 C 6,340 4% 254 C 2,310 C 7,280 4% 291 D

Between  Cedar Ave On‐Ramp and  Riverside Ave Off‐Ramp 2 0 4 0 2,000 B 6,670 4% 267 D 1,980 B 7,350 4% 294 D

Between  Riverside Ave On‐Ramp and  Pepper Ave Off‐Ramp 2 0 4 0 2,000 B 7,050 4% 282 D 1,980 B 7,570 4% 303 F

Between  Pepper Ave On‐Ramp and  Rancho Ave Off‐Ramp 2 0 4 0 1,920 B 7,610 4% 304 F 2,200 C 7,660 4% 306 F

Between  Rancho Ave On‐Ramp and  9th St Off‐Ramp 2 0 4 0 1,920 B 7,770 4% 311 F 2,200 C 7,890 4% 316 F

Between  9th St On‐Ramp and Mt. Vernon Ave Off‐Ramp 2 0 4 1 1,920 B 8,110 4% 324 F 2,200 C 8,150 4% 326 F

Between Mt. Vernon Ave On‐Ramp and NB/SB I‐215 Off‐Ramp 2 0 4 1 1,920 B 7,930 4% 317 E 2,200 C 8,130 4% 325 E

Between NB I‐215 On‐Ramp and  SB I‐215 On‐Ramp 2 0 4 1 1,920 B 7,920 4% 317 C 2,200 C 8,080 4% 323 C

Between  SB I‐215 On‐Ramp and  Redlands Blvd Off‐Ramp 2 0 4 2 1,920 B 9,170 4% 367 F 2,200 C 9,910 4% 396 F

Between  Redlands Blvd Off‐Ramp and Waterman Ave Off‐Ramp 2 0 4 1 1,920 B 7,510 4% 300 C 2,200 C 8,830 4% 353 F

Between Waterman Ave Off‐Ramp and Waterman On‐Ramp 2 0 4 0 1,920 B 6,080 4% 243 C 2,200 C 7,890 4% 316 F

Between Waterman Ave On‐Ramp and  Tippecanoe Ave Off‐Ramp 2 0 4 1 1,920 B 6,560 4% 262 C 2,200 C 8,880 4% 355 F

Between  Tippecanoe Ave On‐Ramp and  Mountain View Ave Off‐Ramp 2 0 4 1 1,100 A 6,790 4% 272 C 2,320 C 8,690 4% 348 F

Between Mountain View Ave Off‐Ramp and  Mountain View Ave On‐Ramp 2 0 4 0 1,100 A 5,620 4% 225 C 2,320 C 7,490 4% 300 F

Between Mountain View Ave On‐Ramp and  California St Off‐Ramp 2 0 4 1 1,100 A 6,080 4% 243 C 2,320 C 9,100 4% 364 D

Between  California St Off‐Ramp and  California St On‐Ramp 1 0 5 1 210 A 6,040 4% 242 B 1,470 C 9,020 4% 361 C

Between  California St On‐Ramp and Alabama St Off‐Ramp 1 0 5 1 430 A 6,160 4% 246 B 1,680 D 9,640 4% 386 C

Between Alabama St Off‐Ramp and NB SR‐210 Off‐Ramp 1 0 5 0 430 A 5,440 4% 218 B 1,680 D 8,680 4% 347 D

Between  SB SR‐210 On‐Ramp and  Eureka St Off‐Ramp 1 0 4 1 430 A 6,020 9% 542 C 1,680 D 9,340 5% 467 F

Between  6th St On‐Ramp and University St Off‐Ramp 1 0 4 0 440 A 4,960 9% 446 C 1,500 D 8,740 5% 437 F

Between  Cypress Ave On‐Ramp and  Ford St Off‐Ramp 0 0 5 0 ‐‐ ‐‐ 4,770 9% 429 B ‐‐ ‐‐ 9,280 5% 464 F

Between  Ford St On‐Ramp and Wabash Ave On‐Ramp 0 0 5 0 ‐‐ ‐‐ 4,640 9% 418 B ‐‐ ‐‐ 9,110 5% 456 D

Between Wabash Ave On‐Ramp and  Yucaipa Blvd Off‐Ramp 0 0 5 0 ‐‐ ‐‐ 4,720 9% 425 B ‐‐ ‐‐ 9,180 5% 459 D

Between  Yucaipa Blvd On‐Ramp and Wabash Ave Off‐Ramp 0 0 4 0 ‐‐ ‐‐ 8,420 5% 421 F ‐‐ ‐‐ 5,150 8% 412 C

Between Wabash Ave Off‐Ramp and  Ford St Off‐Ramp 0 0 4 0 ‐‐ ‐‐ 8,320 5% 416 F ‐‐ ‐‐ 5,050 8% 404 C

Between  Ford St On‐Ramp and  Cypress Ave Off‐Ramp 1 0 4 0 1,560 D 7,420 5% 371 D 580 A 4,720 8% 378 C

WESTBOUND
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Table 4:  Year 2025 Alternative 3 Condition I‐10 Mainline Peak Hour Traffic Volumes and Level of Service1

Freeway Segment1

Lane Type

Between University St On‐Ramp and  6th St Off‐Ramp 1 0 4 0 1,560 D 8,570 5% 429 F 580 A 5,300 8% 424 C

1 0 4 1 1,700 D 8,900 5% 445 F 590 A 5,730 8% 458 B

1 0 4 1 1,700 D 9,560 5% 478 F 590 A 6,190 8% 495 C

Between  SB SR‐210 On‐Ramp and  Alabama St On‐Ramp 1 0 4 1 1,700 D 8,310 4% 332 C 590 A 4,870 5% 244 B

Between  Alabama St On‐Ramp and  California St Off‐Ramp 1 0 4 2 1,700 D 9,280 4% 371 F 590 A 6,110 5% 306 B

Between  California St On‐Ramp and  Mountain View Ave Off‐Ramp 2 0 4 1 1,910 B 8,700 4% 348 F 1,100 A 6,430 5% 322 C

Between Mountain View Ave On‐Ramp and  Tippecanoe Ave Off‐Ramp 2 0 4 1 1,910 B 8,460 4% 338 F 1,100 A 7,260 5% 363 D

Between  Tippecanoe Ave On‐Ramp and  Carnegie Dr/Waterman Ave Off‐Ramp 2 0 4 1 2,200 C 8,240 4% 330 F 1,400 B 7,640 5% 382 F

Between  Carnegie Dr/Waterman Ave On‐Ramp and  NB/SB I‐215 Off‐Ramp 2 0 4 1 2,200 C 7,620 4% 305 F 1,400 B 8,430 5% 422 F

Between  SB I‐215 On‐Ramp and  Sperry Dr Off‐Ramp 2 0 4 1 2,200 C 5,340 5% 267 C 1,400 B 7,870 4% 315 F

Between Mt. Vernon Ave On‐Ramp and  9th St Off‐Ramp 2 0 4 1 2,200 C 5,380 5% 269 C 1,400 B 7,830 4% 313 F

Between  La Cadena Dr On‐Ramp and  Rancho Ave Off‐Ramp 2 0 4 1 2,200 C 5,260 5% 263 B 1,400 B 7,590 4% 304 F

Between  Orange Ave Direct/Loop On‐Ramp and  NB SR‐210 Off‐Ramp

Between  Rancho Ave On‐Ramp and  Pepper Ave Off‐Ramp 2 0 4 0 2,200 C 5,150 5% 258 C 1,400 B 7,340 4% 294 D

Between  Pepper Ave On‐Ramp and  Riverside Ave Off‐Ramp 2 0 4 1 1,960 B 5,480 5% 274 B 2,200 C 6,460 4% 258 C

Between  Riverside Ave On‐Ramp and  Cedar Ave Off‐Ramp 2 0 4 1 1,960 B 5,580 5% 279 B 2,200 C 6,350 4% 254 C

Between  Cedar Ave Off‐Ramp and  Cedar Ave On‐Ramp 2 1 4 0 1,750 B 4,920 5% 246 B 1,920 B 5,580 4% 223 B

Between  Cedar Ave On‐Ramp and  Sierra Ave Off‐Ramp 2 0 4 0 2,180 C 5,830 5% 292 C 2,260 C 6,270 4% 251 C

Between  Sierra Ave On‐Ramp and  Citrus Ave Off‐Ramp 2 0 4 1 2,180 C 6,160 5% 308 C 2,260 C 6,650 4% 266 C

Between  Citrus Ave Off‐Ramp and  Citrus Ave Loop On‐Ramp 2 1 4 0 2,000 B 5,770 5% 289 B 2,000 B 6,260 4% 250 C

Between  Citrus Ave On‐Ramp and  Beech Ave Off‐Ramp 2 0 4 0 2,400 C 6,600 5% 330 D 2,320 C 6,720 4% 269 D

Between  Beech Ave On‐Ramp and  Cherry Ave Off‐Ramp 2 0 4 1 2,400 C 7,120 5% 356 C 2,320 C 6,930 4% 277 C

Between  Cherry Ave Loop On‐Ramp and  Cherry Ave On‐Ramp 2 0 4 1 2,400 C 6,490 5% 325 C 2,320 C 6,430 4% 257 C

Between  Cherry Ave On‐Ramp and  Etiwanda Ave Off‐Ramp 2 1 4 0 2,200 C 7,510 5% 376 F 2,150 B 7,040 4% 282 C

2 0 4 1 3,010 D 6,840 5% 342 C 3,170 D 6,780 4% 271 C

2 0 4 1 3,010 D 7,240 5% 362 D 3,170 D 7,390 4% 296 D

Between  SB I‐15 On‐Ramp and  NB I‐15 On‐Ramp 2 0 4 1 3,010 D 7,540 5% 377 C 3,170 D 7,380 4% 295 C

Between NB I‐15 On‐Ramp and  Milliken Ave Off‐Ramp 2 0 4 3 3,010 D 10,210 8% 817 F 3,170 D 9,490 7% 664 F

Between  Etiwanda Ave Direct/Loop On‐Ramp and  NB/SB I‐15 Off‐Ramp
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Table 4:  Year 2025 Alternative 3 Condition I‐10 Mainline Peak Hour Traffic Volumes and Level of Service1

Freeway Segment1

Lane Type

Between Milliken Ave On‐Ramp and  Haven Ave Off‐Ramp 2 0 4 1 3,010 D 10,010 8% 801 F 3,170 D 9,740 7% 682 F

Between Haven Ave Loop On‐Ramp and  Haven Ave On‐Ramp 2 0 4 1 3,280 D 8,700 8% 696 D 3,380 D 9,040 7% 633 D

Between Haven Ave Direct On‐Ramp and  Archibald Ave Off‐Ramp 2 0 4 1 3,280 D 9,190 8% 735 F 3,380 D 10,150 7% 711 F

Between Archibald Ave Off‐Ramp and  Holt Blvd Off‐Ramp 2 0 4 1 3,280 D 8,550 8% 684 F 3,380 D 9,650 7% 676 F

Between Holt Blvd Off‐Ramp and  Archibald Ave On‐Ramp 2 0 4 0 3,280 D 7,040 8% 563 D 3,380 D 8,370 7% 586 F

Between Archibald Ave On‐Ramp and  Vineyard Ave Off‐Ramp 2 0 4 1 3,280 D 7,760 8% 621 F 3,380 D 9,760 7% 683 F

Between  Vineyard Ave Direct On‐Ramp and  Grove Ave Off‐Ramp 2 0 4 0 3,280 D 7,460 8% 597 F 3,380 D 9,170 7% 642 F

Between Grove Ave On‐Ramp and  7th St Off‐Ramp  2 1 4 0 2,700 C 7,750 8% 620 F 2,840 C 9,580 7% 671 F

Between  Euclid Ave Direct On‐Ramp and  Mountain Ave Off‐Ramp 2 0 4 0 2,800 C 8,350 8% 668 F 3,360 D 8,990 7% 629 Fp p

Between Mountain Ave On‐Ramp and  Central Ave Off‐Ramp 2 0 4 0 2,840 C 8,200 8% 656 F 3,400 D 8,490 7% 594 F

Between  Central Ave On‐Ramp and  Monte Vista Ave Off‐Ramp 2 0 4 1 2,840 C 8,080 8% 646 F 3,400 D 7,940 7% 556 F

Between Monte Vista Ave On‐Ramp and  Indian Hill Blvd Off‐Ramp 0 0 6 0 ‐‐ ‐‐ 10,720 8% 858 D ‐‐ ‐‐ 10,900 7% 763 D

Between  Indian Hill Blvd On‐Ramp and  Town Ave Off‐Ramp 1 0 4 0 1,670 F 8,940 8% 715 F 1,700 F 8,950 7% 627 F

Between  Town Ave On‐Ramp and  Orange Grove Ave Off‐Ramp 1 0 4 1 1,630 F 9,070 8% 726 F 1,650 F 9,000 7% 630 F

Between Orange Grove Ave Off‐Ramp and Garey Ave On‐Ramp 1 0 4 0 1,630 F 8,080 8% 646 F 1,650 F 8,090 7% 566 F

Between Garey Ave On‐Ramp and  White Ave On‐Ramp 1 0 4 0 1,740 F 8,650 8% 692 F 1,710 F 8,720 7% 610 F

Between   White Ave On‐Ramp and  Dudley St Off‐Ramp 1 0 4 0 1,740 F 9,220 8% 738 F 1,710 F 9,100 7% 637 F

Notes: 
1. The freeway segments were analyzed based on the Highway Capacity Manual (HCM) 2000 basic freeway segment analysis or weaving analysis method, depending on the lane configuration.  

2. Peak hour capacity and traffic volumes are shown in vehicles per hour (vph). Total volume includes car and truck traffic volumes. There are no trucks traveling on the HOV/Express lanes.
3. Level of Service (LOS): GP lane LOS is based on density except when traffic demand volume‐to‐capacity (d/c) ratio is greater than 1.00, which is LOS F (indicated with an asterisk (*) in the density column).
                                         HOV and single Express Lanes LOS are based on demand volume‐to‐capacity (d/c) ratio.

The weaving analysis method was applied to the segments highlighted in the table.
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Between Dudley St On‐Ramp and  White Ave Off‐Ramp 1 4 0 1,100 C 7,820 7% 547 F 1,220 D 7,140 4% 286 D

Between White Ave Off‐Ramp and  Garey Ave Off‐Ramp 1 4 0 1,100 C 7,170 7% 502 D 1,220 D 6,760 4% 270 D

Between Garey Ave Off‐Ramp and  Orange Grove Ave On‐Ramp 1 4 0 1,100 C 6,360 7% 445 D 1,220 D 6,070 4% 243 C

Between Orange Grove Ave On‐Ramp and  Towne Ave Off‐Ramp 1 4 1 1,100 C 7,550 7% 529 F 1,220 D 7,390 4% 296 E

Between  Towne Ave On‐Ramp and  Indian Hill Blvd Off‐Ramp 1 4 0 1,060 C 7,410 7% 519 F 1,180 C 7,400 4% 296 D

Between  Indian Hill Blvd On‐Ramp and  Monte Vista Ave Off‐Ramp 1 4 0 950 C 7,610 7% 533 F 1,360 D 7,650 4% 306 F

Between Monte Vista Ave On‐Ramp and  Central Ave Off‐Ramp 1 4 1 950 C 7,910 7% 554 F 1,360 D 7,850 4% 314 F

Between  Central Ave On‐Ramp and Mountain Ave Off‐Ramp 1 4 1 950 C 8,150 7% 571 C 1,360 D 8,190 4% 328 C

Between Mountain Ave Off‐Ramp and Mountain Ave On‐Ramp 1 4 0 1,300 D 7,070 7% 495 C 1,440 D 6,900 4% 276 C

Between Mountain Ave On‐Ramp and  Euclid Ave Off‐Ramp 1 4 0 1,300 D 8,180 7% 573 F 1,440 D 8,040 4% 322 F

Between  Euclid Ave On‐Ramp and Grove Ave Off‐Ramp 1 4 0 1,300 D 8,330 7% 583 F 1,440 D 7,580 4% 303 F

Between Grove Ave On‐Ramp and  Vineyard Ave Off‐Ramp 1 4 0 1,520 E 8,210 7% 575 F 1,440 D 6,970 4% 279 D

EASTBOUND

HOV GP & AUX HOV GP & AUX

AU
X

Table 5: Year 2045 Alternative 1 Condition I‐10 Mainline Peak Hour Traffic Volumes and Level of Service1

Freeway Segment1

# of Lanes AM Peak Hour PM Peak Hour

H
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V
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Between  Vineyard Ave On‐Ramp and  Archibald Ave Off‐Ramp 1 4 1 1,240 D 8,680 7% 608 F 1,540 E 7,720 4% 309 F

Between Holt Blvd On‐Ramp and  Archibald Ave On‐Ramp 1 4 1 1,240 D 8,580 7% 601 F 1,540 E 8,230 4% 329 C

Between  Archibald Ave On‐Ramp and  Haven Ave Off‐Ramp 1 4 1 1,460 E 9,040 7% 633 F 1,790 F 8,930 4% 357 F

Between Haven Ave Direct On‐Ramp and Milliken Ave Off‐Ramp 0 5 1 ‐‐ ‐‐ 11,170 7% 782 F ‐‐ ‐‐ 11,720 4% 469 F

Between Milliken Ave Loop On‐Ramp and NB I‐15 Off‐Ramp  0 5 1 ‐‐ ‐‐ 10,560 7% 739 F ‐‐ ‐‐ 11,490 4% 460 F

Between  NB I‐15 Off‐Ramp and  SB I‐15 Off‐Ramp 0 5 0 ‐‐ ‐‐ 8,980 7% 629 D ‐‐ ‐‐ 8,700 4% 348 D

Between  SB I‐15 Off‐Ramp and  NB I‐15 On‐Ramp 0 4 0 ‐‐ ‐‐ 6,640 7% 465 D ‐‐ ‐‐ 6,650 4% 266 D

0 4 1 ‐‐ ‐‐ 9,260 4% 370 F ‐‐ ‐‐ 9,230 4% 369 F

0 4 1 ‐‐ ‐‐ 10,530 4% 421 F ‐‐ ‐‐ 10,350 4% 414 F

Between  Etiwanda Ave On‐Ramp and  Cherry Ave Off‐Ramp 0 4 1 ‐‐ ‐‐ 9,600 4% 384 F ‐‐ ‐‐ 10,240 4% 410 F

Between  Cherry Ave Off‐Ramp and  Cherry Ave On‐Ramp 0 4 0 ‐‐ ‐‐ 8,560 4% 342 F ‐‐ ‐‐ 8,990 4% 360 F

Between  Cherry Ave On‐Ramp and  Beech Ave Off‐Ramp 0 4 0 ‐‐ ‐‐ 9,390 4% 376 F ‐‐ ‐‐ 10,120 4% 405 F

Between  Beech Ave On‐Ramp and  Citrus Ave Off‐Ramp 0 4 1 ‐‐ ‐‐ 9,640 4% 386 F ‐‐ ‐‐ 10,090 4% 404 F

Between  Citrus Ave On‐Ramp and  Sierra Ave Off‐Ramp 0 4 1 ‐‐ ‐‐ 9,810 4% 392 F ‐‐ ‐‐ 9,600 4% 384 F

Between  Sierra Ave On‐Ramp and Alder Ave Off‐Ramp 0 4 0 ‐‐ ‐‐ 9,320 4% 373 F ‐‐ ‐‐ 9,410 4% 376 F

Between  NB/SB I‐15 On‐Ramp and  Etiwanda Ave Off‐Ramp
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Table 5: Year 2045 Alternative 1 Condition I‐10 Mainline Peak Hour Traffic Volumes and Level of Service1

Freeway Segment1
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Between Alder Ave On‐Ramp and  Cedar Ave Off‐Ramp 0 4 0 ‐‐ ‐‐ 9,490 4% 380 F ‐‐ ‐‐ 9,270 4% 371 F

Between  Cedar Ave On‐Ramp and  Riverside Ave Off‐Ramp 0 4 0 ‐‐ ‐‐ 9,200 4% 368 F ‐‐ ‐‐ 8,770 4% 351 F

Between  Riverside Ave On‐Ramp and  Pepper Ave Off‐Ramp 0 4 0 ‐‐ ‐‐ 9,210 4% 368 F ‐‐ ‐‐ 8,840 4% 354 F

Between  Pepper Ave On‐Ramp and  Rancho Ave Off‐Ramp 0 4 0 ‐‐ ‐‐ 9,580 4% 383 F ‐‐ ‐‐ 9,140 4% 366 F

Between  Rancho Ave On‐Ramp and  9th St Off‐Ramp 0 4 0 ‐‐ ‐‐ 9,680 4% 387 F ‐‐ ‐‐ 9,240 4% 370 F

Between  9th St On‐Ramp and Mt. Vernon Ave Off‐Ramp 0 4 1 ‐‐ ‐‐ 9,960 4% 398 F ‐‐ ‐‐ 9,480 4% 379 F

Between Mt. Vernon Ave On‐Ramp and NB/SB I‐215 Off‐Ramp 0 4 1 ‐‐ ‐‐ 9,580 4% 383 F ‐‐ ‐‐ 9,240 4% 370 F

Between NB I‐215 On‐Ramp and  SB I‐215 On‐Ramp 0 4 1 ‐‐ ‐‐ 9,550 4% 382 F ‐‐ ‐‐ 9,220 4% 369 F

Between  SB I‐215 On‐Ramp and  Redlands Blvd Off‐Ramp 0 4 1 ‐‐ ‐‐ 11,530 5% 577 F ‐‐ ‐‐ 11,240 4% 450 F

Between  Redlands Blvd Off‐Ramp and Waterman Ave Off‐Ramp 0 4 1 ‐‐ ‐‐ 9,670 5% 484 F ‐‐ ‐‐ 9,960 4% 398 F

Between Waterman Ave Off‐Ramp and Waterman On‐Ramp 0 4 0 ‐‐ ‐‐ 8,010 5% 401 F ‐‐ ‐‐ 8,860 4% 354 F

Between Waterman Ave On‐Ramp and  Tippecanoe Ave Off‐Ramp 0 4 1 ‐‐ ‐‐ 8,530 5% 427 F ‐‐ ‐‐ 9,950 4% 398 F

Between  Tippecanoe Ave On‐Ramp and  Mountain View Ave Off‐Ramp 0 4 1 ‐‐ ‐‐ 7,840 5% 392 F ‐‐ ‐‐ 9,980 4% 399 F

Between Mountain View Ave On‐Ramp and  California St Off‐Ramp 0 4 1 ‐‐ ‐‐ 7,010 5% 351 D ‐‐ ‐‐ 10,430 4% 417 F

Between  California St On‐Ramp and Alabama St Off‐Ramp 0 4 2 ‐‐ ‐‐ 6,330 5% 317 B ‐‐ ‐‐ 10,690 4% 428 F

Between Alabama St Off‐Ramp and NB SR‐210 Off‐Ramp 0 4 1 ‐‐ ‐‐ 5,490 5% 275 B ‐‐ ‐‐ 9,670 4% 387 F

Between NB SR‐210 Off‐Ramp and  Tennessee St Off‐Ramp 0 4 0 ‐‐ ‐‐ 4,280 5% 214 B ‐‐ ‐‐ 7,420 4% 297 F

Between  SB SR‐210 On‐Ramp and  Eureka St Off‐Ramp 0 4 1 ‐‐ ‐‐ 6,590 11% 725 D ‐‐ ‐‐ 11,230 6% 674 F

Between  6th St On‐Ramp and University St Off‐Ramp 0 4 0 ‐‐ ‐‐ 5,470 11% 602 C ‐‐ ‐‐ 10,510 6% 631 F

Between  Cypress Ave On‐Ramp and  Ford St Off‐Ramp 0 4 0 ‐‐ ‐‐ 4,780 11% 526 C ‐‐ ‐‐ 9,860 6% 592 F

Between  Ford St On‐Ramp and Wabash Ave Off‐Ramp 1 4 1 960 C 3,760 11% 414 B 1,460 E 9,140 6% 548 D

Between Wabash On‐Ramp and  Yucaipa Blvd Off‐Ramp 1 4 1 960 C 3,850 11% 424 B 1,460 E 9,080 6% 545 D

Between  Yucaipa Blvd On‐Ramp and Wabash Ave Off‐Ramp 1 4 0 1,250 D 8,770 5% 439 F 1,460 E 4,450 8% 356 C

Between Wabash Ave On‐Ramp and  Ford St Off‐Ramp 1 4 0 1,250 D 8,850 5% 443 F 1,460 E 4,620 8% 370 C

Between  Ford St On‐Ramp and  Cypress Ave Off‐Ramp 0 4 0 ‐‐ ‐‐ 10,300 5% 515 F ‐‐ ‐‐ 6,160 8% 493 D

Between University St On‐Ramp and  6th St Off‐Ramp 0 4 0 ‐‐ ‐‐ 11,430 5% 572 F ‐‐ ‐‐ 6,750 8% 540 D
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Table 5: Year 2045 Alternative 1 Condition I‐10 Mainline Peak Hour Traffic Volumes and Level of Service1

Freeway Segment1

# of Lanes AM Peak Hour PM Peak Hour

H
O
V

G
P

0 4 1 ‐‐ ‐‐ 11,870 5% 594 F ‐‐ ‐‐ 7,160 8% 573 C

0 4 1 ‐‐ ‐‐ 12,600 5% 630 F ‐‐ ‐‐ 7,610 8% 609 F

0 4 1 ‐‐ ‐‐ 9,750 3% 293 F ‐‐ ‐‐ 5,040 4% 202 B

0 5 1 ‐‐ ‐‐ 10,970 3% 329 F ‐‐ ‐‐ 6,410 4% 256 C

Between  California St On‐Ramp and  Mountain View Ave Off‐Ramp 0 4 1 ‐‐ ‐‐ 10,350 3% 311 F ‐‐ ‐‐ 7,160 4% 286 D

Between Mountain View Ave On‐Ramp and  Tippecanoe Ave Off‐Ramp 0 4 1 ‐‐ ‐‐ 9,960 3% 299 F ‐‐ ‐‐ 8,120 4% 325 F

Between  Tippecanoe Ave On‐Ramp and  Carnegie Dr/Waterman Ave Off‐Ramp 0 4 1 ‐‐ ‐‐ 10,100 3% 303 F ‐‐ ‐‐ 8,840 4% 354 F

Between  Carnegie Dr/Waterman Ave On‐Ramp and  NB/SB I‐215 Off‐Ramp 0 4 1 ‐‐ ‐‐ 9,600 3% 288 F ‐‐ ‐‐ 9,720 4% 389 F

Between  SB I‐215 On‐Ramp and  Sperry Dr Off‐Ramp 0 4 1 ‐‐ ‐‐ 7,900 4% 316 F ‐‐ ‐‐ 9,660 4% 386 F

Between Mt. Vernon Ave On‐Ramp and  9th St Off‐Ramp 0 4 1 ‐‐ ‐‐ 7,850 4% 314 F ‐‐ ‐‐ 9,530 4% 381 F

Between  La Cadena Dr On‐Ramp and  Rancho Ave Off‐Ramp 0 4 0 ‐‐ ‐‐ 7,730 4% 309 F ‐‐ ‐‐ 9,260 4% 370 F

Between  Rancho Ave On‐Ramp and  Pepper Ave Off‐Ramp 0 4 0 ‐‐ ‐‐ 7,710 4% 308 F ‐‐ ‐‐ 9,110 4% 364 F

Between  Pepper Ave On‐Ramp and  Riverside Ave Off‐Ramp 0 4 0 ‐‐ ‐‐ 7,710 4% 308 F ‐‐ ‐‐ 9,020 4% 361 F

Between  Orange Ave Direct/Loop On‐Ramp and  NB SR‐210 Off‐Ramp

Between  SB SR‐210/Alabama St On‐Ramp and  California St Off‐Ramp

Between  Riverside Ave On‐Ramp and  Cedar Ave Off‐Ramp 0 4 1 ‐‐ ‐‐ 7,670 4% 307 C ‐‐ ‐‐ 9,040 4% 362 F

Between  Cedar Ave Off‐Ramp and  Cedar Ave On‐Ramp 0 4 0 ‐‐ ‐‐ 6,860 4% 274 D ‐‐ ‐‐ 8,130 4% 325 F

Between  Cedar Ave On‐Ramp and  Alder Ave Off‐Ramp 0 4 0 ‐‐ ‐‐ 8,340 4% 334 F ‐‐ ‐‐ 9,350 4% 374 F

Between Alder Ave On‐Ramp and  Sierra Ave Off‐Ramp 0 4 0 ‐‐ ‐‐ 8,600 4% 344 F ‐‐ ‐‐ 9,210 4% 368 F

Between  Sierra Ave On‐Ramp and  Citrus Ave Off‐Ramp 0 4 1 ‐‐ ‐‐ 8,890 4% 356 F ‐‐ ‐‐ 9,590 4% 384 F

Between  Citrus Ave Off‐Ramp and  Citrus Ave Loop On‐Ramp 0 4 0 ‐‐ ‐‐ 8,260 4% 330 F ‐‐ ‐‐ 8,810 4% 352 F

Between  Citrus Ave On‐Ramp and  Beech Ave Off‐Ramp 0 4 0 ‐‐ ‐‐ 9,540 4% 382 F ‐‐ ‐‐ 9,680 4% 387 F

Between  Beech Ave On‐Ramp and  Cherry Ave Off‐Ramp 0 4 1 ‐‐ ‐‐ 9,890 4% 396 F ‐‐ ‐‐ 9,770 4% 391 F

Between  Cherry Ave Loop On‐Ramp and  Cherry Ave On‐Ramp 0 4 1 ‐‐ ‐‐ 8,910 4% 356 F ‐‐ ‐‐ 9,040 4% 362 F

Between  Cherry Ave On‐Ramp and  Etiwanda Ave Off‐Ramp 0 4 0 ‐‐ ‐‐ 9,720 4% 389 F ‐‐ ‐‐ 9,540 4% 382 F

0 4 1 ‐‐ ‐‐ 9,700 4% 388 F ‐‐ ‐‐ 10,180 4% 407 F

0 4 1 ‐‐ ‐‐ 10,140 4% 406 F ‐‐ ‐‐ 10,780 4% 431 F

Between  SB I‐15 On‐Ramp and  NB I‐15 On‐Ramp 0 4 1 ‐‐ ‐‐ 10,320 4% 413 F ‐‐ ‐‐ 10,370 4% 415 F

Between NB I‐15 On‐Ramp and  Milliken Ave Off‐Ramp 0 4 3 ‐‐ ‐‐ 13,280 4% 531 F ‐‐ ‐‐ 12,710 4% 508 F

Between Milliken Ave On‐Ramp and  Haven Ave Off‐Ramp 0 4 1 ‐‐ ‐‐ 12,880 4% 515 F ‐‐ ‐‐ 12,900 4% 516 F

Between  Etiwanda Ave Direct/Loop On‐Ramp and  NB/SB I‐15 Off‐Ramp
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Table 5: Year 2045 Alternative 1 Condition I‐10 Mainline Peak Hour Traffic Volumes and Level of Service1

Freeway Segment1

# of Lanes AM Peak Hour PM Peak Hour
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Between Haven Ave Direct On‐Ramp and  Archibald Ave Off‐Ramp 1 4 1 1,630 F 10,350 4% 414 F 2,330 F 11,250 4% 450 F

Between Archibald Ave Off‐Ramp and  Holt Blvd Off‐Ramp 1 4 1 1,630 F 9,650 4% 386 F 2,330 F 10,700 4% 428 F

Between Holt Blvd Off‐Ramp and  Archibald Ave On‐Ramp 1 4 0 1,630 F 7,910 4% 316 F 2,330 F 9,280 4% 371 F

Between Archibald Ave On‐Ramp and  Vineyard Ave Off‐Ramp 1 4 1 1,630 F 8,920 4% 357 F 2,330 F 11,020 4% 441 F

Between  Vineyard Ave Direct On‐Ramp and  Grove Ave Off‐Ramp 1 4 0 1,350 D 8,700 4% 348 F 1,950 F 10,650 4% 426 F

Between Grove Ave On‐Ramp and  7th St Off‐Ramp  1 4 0 1,370 D 8,870 4% 355 F 1,970 F 10,280 4% 411 F

Between  Euclid Ave Direct On‐Ramp and  Mountain Ave Off‐Ramp 1 4 0 1,320 D 8,990 4% 360 F 1,940 F 10,010 4% 400 F

Between Mountain Ave On‐Ramp and  Central Ave Off‐Ramp 1 4 0 1,400 D 8,920 4% 357 F 2,070 F 9,590 4% 384 F

l d i ffBetween  Central Ave On‐Ramp and  Monte Vista Ave Off‐Ramp 1 4 1 1,550 E 8,700 4% 348 F 1,910 F 9,202 4% 368 F

Between Monte Vista Ave On‐Ramp and  Indian Hill Blvd Off‐Ramp 1 4 0 1,550 E 8,650 4% 346 F 1,740 F 9,000 4% 360 F

Between  Indian Hill Blvd On‐Ramp and  Towne Ave Off‐Ramp 1 4 0 1,590 E 8,500 4% 340 F 1,670 F 8,800 4% 352 F

Between  Towne Ave On‐Ramp and  Orange Grove Ave Off‐Ramp 1 4 1 1,470 E 8,710 4% 348 F 1,000 C 8,890 4% 356 F

Between Orange Grove Ave Off‐Ramp and Garey Ave On‐Ramp 1 4 0 1,470 E 7,620 4% 305 F 1,570 E 7,890 4% 316 F

Between Garey Ave On‐Ramp and  White Ave On‐Ramp 1 4 0 1,660 F 8,180 4% 327 F 1,680 F 8,540 4% 342 F

Between   White Ave On‐Ramp and  Dudley St Off‐Ramp 1 4 0 1,660 F 8,810 4% 352 F 1,680 F 8,960 4% 358 F

Notes: 
1. The freeway segments were analyzed based on the Highway Capacity Manual (HCM) 2000 basic freeway segment analysis or weaving analysis method, depending on the lane configuration. 

2. Peak hour capacity and traffic volumes are shown in vehicles per hour (vph). Total volume includes car and truck traffic volumes. There are no trucks traveling on the HOV lanes.
3. Level of Service (LOS): GP lane LOS is based on density except when traffic volume‐to‐capacity (v/c) ratio is greater than 1.00, which is LOS F (indicated with an asterisk (*) in the density column)
                                                   or if the measured freeway speed is less than 53 mph, which is LOS F (indicated with two asterisks (**) in the density column). HOV lane LOS is based on volume‐to‐capacity (v/c) ratio.

The weaving analysis method was applied to the segments highlighted in the table.
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Between Dudley St On‐Ramp and  White Ave Off‐Ramp 1 4 0 1,620 F 8,570 7% 600 F 1,420 D 7,690 4% 308 F

Between White Ave Off‐Ramp and  Garey Ave Off‐Ramp 1 4 0 1,620 F 7,920 7% 554 F 1,420 D 7,300 4% 292 D

Between Garey Ave Off‐Ramp and  Orange Grove Ave On‐Ramp 1 4 0 1,620 F 7,120 7% 498 D 1,420 D 6,620 4% 265 D

Between Orange Grove Ave On‐Ramp and  Towne Ave Off‐Ramp 1 4 1 1,620 F 8,300 7% 581 F 1,420 D 7,940 4% 318 F

Between  Towne Ave On‐Ramp and  Indian Hill Blvd Off‐Ramp 1 4 0 1,620 F 8,110 7% 568 F 1,420 D 7,910 4% 316 F

Between  Indian Hill Blvd On‐Ramp and  Monte Vista Ave Off‐Ramp 1 4 0 1,350 D 8,440 7% 591 F 1,720 F 7,860 4% 314 F

Between Monte Vista Ave On‐Ramp and  Central Ave Off‐Ramp 1 4 1 1,000 C 9,030 7% 632 F 1,620 F 8,160 4% 326 F

Between  Central Ave On‐Ramp and Mountain Ave Off‐Ramp 1 4 1 1,100 C 9,080 7% 636 F 1,750 F 8,380 4% 335 D

Between Mountain Ave Off‐Ramp and Mountain Ave On‐Ramp 1 4 0 1,100 C 8,310 7% 582 F 1,750 F 7,170 4% 287 D

Between Mountain Ave On‐Ramp and  Euclid Ave Off‐Ramp 1 4 0 1,860 F 8,640 7% 605 F 1,710 F 8,350 4% 334 F

Between  Euclid Ave On‐Ramp and Grove Ave Off‐Ramp 1 4 0 1,910 F 8,750 7% 613 F 1,570 E 8,040 4% 322 F

EASTBOUND
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Table 6:  Year 2045 Alternative 2 Condition I‐10 Mainline Peak Hour Traffic Volumes and Level of Service1

Freeway Segment1

# of Lanes AM Peak Hour PM Peak Hour

Between Grove Ave On‐Ramp and  Vineyard Ave Off‐Ramp 1 4 0 1,920 F 8,580 7% 601 F 1,690 F 7,260 4% 290 D

Between  Vineyard Ave On‐Ramp and  Archibald Ave Off‐Ramp 1 4 1 1,370 D 9,270 7% 649 F 1,430 D 8,440 4% 338 F

Between Holt Blvd On‐Ramp and  Archibald Ave On‐Ramp 1 4 1 1,370 D 8,990 7% 629 F 1,430 D 8,870 4% 355 F

Between  Archibald Ave On‐Ramp and  Haven Ave Off‐Ramp 1 4 1 1,480 E 9,570 7% 670 F 1,890 F 9,470 4% 379 F

Between  Haven Ave Loop On‐Ramp and  Haven Ave On‐Ramp 1 4 0 1,480 E 8,010 7% 561 F 1,890 F 8,570 4% 343 F

Between Haven Ave Direct On‐Ramp and Milliken Ave Off‐Ramp 1 4 1 810 B 10,490 7% 734 F 1,630 F 10,290 4% 412 F

Between Milliken Ave Loop On‐Ramp and NB I‐15 Off‐Ramp  1 4 2 560 B 10,270 7% 719 F 1,520 E 10,350 4% 414 F

Between  NB I‐15 Off‐Ramp and  SB I‐15 Off‐Ramp 1 4 1 560 B 8,710 7% 610 D 1,520 E 7,560 4% 302 C

Between  SB I‐15 Off‐Ramp and NB I‐15 On‐Ramp 1 4 0 500 A 6,440 7% 451 D 1,440 D 5,590 4% 224 C

1 4 1 500 A 9,030 4% 361 F 1,440 D 8,190 4% 328 C

1 4 1 500 A 10,300 4% 412 F 1,440 D 9,310 4% 372 F

Between  Etiwanda Ave On‐Ramp and  Cherry Ave Off‐Ramp 1 4 1 430 A 9,400 4% 376 F 1,360 D 9,380 4% 375 F

Between  Cherry Ave Off‐Ramp and  Cherry Ave On‐Ramp 1 4 0 450 A 8,420 4% 337 F 1,200 D 8,240 4% 330 F

Between  Cherry Ave On‐Ramp and  Beech Ave Off‐Ramp 1 4 0 450 A 9,160 4% 366 F 1,200 D 9,250 4% 370 F

Between  Beech Ave On‐Ramp and  Citrus Ave Off‐Ramp 1 4 1 440 A 9,420 4% 377 F 990 C 9,360 4% 374 F

Between  NB/SB I‐15 On‐Ramp and  Etiwanda Ave Off‐Ramp
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Table 6:  Year 2045 Alternative 2 Condition I‐10 Mainline Peak Hour Traffic Volumes and Level of Service1

Freeway Segment1

# of Lanes AM Peak Hour PM Peak Hour

Between  Citrus Ave On‐Ramp and  Sierra Ave Off‐Ramp 1 4 1 570 B 9,420 4% 377 F 1,180 C 8,670 4% 347 F

Between  Sierra Ave On‐Ramp and Alder Ave Off‐Ramp 1 4 0 480 A 8,990 4% 360 F 1,020 C 8,640 4% 346 F

Between Alder Ave On‐Ramp and  Cedar Ave Off‐Ramp 1 4 0 490 A 9,180 4% 367 F 950 C 8,500 4% 340 F

Between  Cedar Ave On‐Ramp and  Riverside Ave Off‐Ramp 1 4 0 540 B 8,920 4% 357 F 860 B 8,110 4% 324 F

Between  Riverside Ave On‐Ramp and  Pepper Ave Off‐Ramp 1 4 0 500 A 8,990 4% 360 F 880 C 8,200 4% 328 F

Between  Pepper Ave Off‐Ramp and  Rancho Ave Off‐Ramp 1 4 0 740 B 9,110 4% 364 F 910 C 8,460 4% 338 F

Between  Rancho Ave On‐Ramp and  9th St Off‐Ramp 1 4 0 1,010 C 9,000 4% 360 F 920 C 8,570 4% 343 F

Between  9th St On‐Ramp and Mt. Vernon Ave Off‐Ramp 1 4 1 1,100 C 9,190 4% 368 F 1,100 C 8,590 4% 344 F

Between Mt. Vernon Ave On‐Ramp and NB/SB I‐215 Off‐Ramp 1 4 1 1,190 C 8,820 4% 353 F 1,280 D 8,380 4% 335 F

Between NB I‐215 On‐Ramp and  SB I‐215 On‐Ramp 1 4 1 1,280 D 8,690 4% 348 F 1,470 E 8,200 4% 328 C

Between  SB I‐215 On‐Ramp and  Redlands Blvd Off‐Ramp 1 4 2 1,360 D 10,650 5% 533 F 1,650 F 10,400 4% 416 F

Between  Redlands Blvd Off‐Ramp and Waterman Ave Off‐Ramp 1 4 1 1,387 D 8,730 5% 437 F 1,683 F 9,100 4% 364 F

Between Waterman Ave Off‐Ramp and Waterman On‐Ramp 1 4 0 1,387 D 7,080 5% 354 D 1,683 F 7,970 4% 319 F

Between Waterman Ave On‐Ramp and  Tippecanoe Ave Off‐Ramp 1 4 1 850 B 8,140 5% 407 F 1,670 F 9,100 4% 364 F

Between  Tippecanoe Ave On‐Ramp and  Mountain View Ave Off‐Ramp 1 4 1 850 B 7,460 5% 373 F 1,610 F 9,160 4% 366 F

Between Mountain View Ave On‐Ramp and  California St Off‐Ramp 1 4 1 860 B 6,650 5% 333 C 1,930 F 9,440 4% 378 F

Between  California St On‐Ramp and Alabama St Off‐Ramp 1 4 1 880 C 5,990 5% 300 C 1,890 F 9,760 4% 390 F

Between Alabama St Off‐Ramp and NB SR‐210 Off‐Ramp 1 4 1 880 C 5,180 5% 259 B 1,890 F 8,770 4% 351 F

Between NB SR‐210 Off‐Ramp and  Tennessee St Off‐Ramp 1 4 0 980 C 3,950 5% 198 B 1,920 F 6,340 4% 254 C

Between  SB SR‐210 On‐Ramp and  Eureka St Off‐Ramp 1 4 1 1,080 C 6,140 11% 675 D 1,950 F 10,070 6% 604 F

Between  6th St On‐Ramp and University St Off‐Ramp 1 4 0 1,270 D 4,850 11% 534 C 2,000 F 9,260 6% 556 F

Between  Cypress Ave On‐Ramp and  Ford St Off‐Ramp 1 4 0 1,290 D 4,130 11% 454 B 1,890 F 8,520 6% 511 F

Between  Ford St On‐Ramp and Wabash Ave Off‐Ramp 1 4 0 1,290 D 3,950 11% 435 B 1,890 F 8,880 6% 533 F

Between Wabash Ave On‐Ramp and  Yucaipa Blvd Off‐Ramp 1 4 0 1,290 D 4,020 11% 442 B 1,890 F 8,690 6% 521 F

Between  Yucaipa Blvd On‐Ramp and Wabash Ave Off‐Ramp 1 4 0 1,520 E 9,190 5% 460 F 1,310 D 4,950 8% 396 C

Between Wabash Ave On‐Ramp and  Ford St Off‐Ramp 1 4 0 1,520 E 9,320 5% 466 F 1,310 D 5,100 8% 408 C

WESTBOUND
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Table 6:  Year 2045 Alternative 2 Condition I‐10 Mainline Peak Hour Traffic Volumes and Level of Service1

Freeway Segment1

# of Lanes AM Peak Hour PM Peak Hour

Between  Ford St On‐Ramp and  Cypress Ave Off‐Ramp 1 4 0 1,750 F 9,440 5% 472 F 1,330 D 5,120 8% 410 C

Between University St On‐Ramp and  6th St Off‐Ramp 1 4 0 2,260 F 10,160 5% 508 F 1,360 D 5,700 8% 456 C

1 4 1 2,260 F 9,650 5% 483 F 1,360 D 5,280 8% 422 C

1 4 1 2,330 F 10,500 5% 525 F 1,400 D 6,170 8% 494 C

Between  SB SR‐210 On‐Ramp and  Alabama St On‐Ramp 1 4 1 2,110 F 8,920 3% 268 F 1,500 E 4,520 4% 181 B

Between  Alabama St On‐Ramp and  California St Off‐Ramp 1 4 2 2,000 F 10,230 3% 307 F 1,550 E 5,870 4% 235 B

Between  California St On‐Ramp and  Mountain View Ave Off‐Ramp 1 4 1 1,880 F 9,710 3% 291 F 1,600 E 6,580 4% 263 C

Between Mountain View Ave On‐Ramp and  Tippecanoe Ave Off‐Ramp 1 4 1 1,920 F 9,400 3% 282 F 1,670 F 7,530 4% 301 F

Between  Tippecanoe Ave On‐Ramp and  Carnegie Dr/Waterman Ave Off‐Ramp 1 4 1 2,020 F 9,380 3% 281 F 1,810 F 8,140 4% 326 F

Between  Carnegie Dr/Waterman Ave On‐Ramp and  NB/SB I‐215 Off‐Ramp 1 4 1 1,310 D 9,470 3% 284 F 1,970 F 8,860 4% 354 F

Between  SB I‐215 On‐Ramp and  Sperry Dr Off‐Ramp 1 4 1 1,170 C 7,530 4% 301 F 1,790 F 8,710 4% 348 F

Between Mt. Vernon Ave On‐Ramp and  9th St Off‐Ramp 1 4 1 950 C 7,530 4% 301 F 1,480 E 8,710 4% 348 F

Between  Orange Ave Direct/Loop On‐Ramp and  NB SR‐210 Off‐Ramp

Between  La Cadena Dr On‐Ramp and  Rancho Ave Off‐Ramp 1 4 1 970 C 7,390 4% 296 C 1,510 E 8,590 4% 344 F

Between  Rancho Ave On‐Ramp and  Pepper Ave Off‐Ramp 1 4 0 990 C 7,350 4% 294 D 1,540 E 8,480 4% 339 F

Between  Pepper Ave On‐Ramp and  Riverside Ave Off‐Ramp 1 4 0 590 B 7,790 4% 312 F 890 C 9,020 4% 361 F

Between  Riverside Ave On‐Ramp and  Cedar Ave Off‐Ramp 1 4 1 640 B 7,790 4% 312 C 960 C 9,020 4% 361 F

Between  Cedar Ave Off‐Ramp and  Cedar Ave On‐Ramp 1 4 0 640 B 6,920 4% 277 D 960 C 8,020 4% 321 F

Between  Cedar Ave On‐Ramp and  Alder Ave Off‐Ramp 1 4 0 680 B 8,420 4% 337 F 1,030 C 9,170 4% 367 F

Between Alder Ave On‐Ramp and  Sierra Ave Off‐Ramp 1 4 0 1,040 C 8,320 4% 333 F 1,590 E 8,490 4% 340 F

Between  Sierra Ave On‐Ramp and  Citrus Ave Off‐Ramp 1 4 1 810 B 8,900 4% 356 F 1,200 D 9,290 4% 372 F

Between  Citrus Ave Off‐Ramp and  Citrus Ave Loop On‐Ramp 1 4 0 810 B 8,270 4% 331 F 1,200 D 8,480 4% 339 F

Between  Citrus Ave On‐Ramp and  Beech Ave Off‐Ramp 1 4 0 1,050 C 9,320 4% 373 F 1,100 C 9,400 4% 376 F

Between  Beech Ave On‐Ramp and  Cherry Ave Off‐Ramp 1 4 1 1,260 D 9,530 4% 381 F 1,100 C 9,490 4% 380 F

Between  Cherry Ave Loop On‐Ramp and  Cherry On‐Ramp 1 4 1 1,260 D 8,450 4% 338 F 1,100 C 8,470 4% 339 F

Between  Cherry Ave On‐Ramp and  Etiwanda Ave Off‐Ramp 1 4 0 1,260 D 9,310 4% 372 F 1,290 D 8,870 4% 355 F

1 4 1 1,850 F 8,650 4% 346 F 2,120 F 8,560 4% 342 F

1 4 1 1,850 F 9,130 4% 365 F 2,120 F 9,350 4% 374 F
Between  Etiwanda Ave Direct/Loop On‐Ramp and  NB/SB I‐15 Off‐Ramp
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Table 6:  Year 2045 Alternative 2 Condition I‐10 Mainline Peak Hour Traffic Volumes and Level of Service1

Freeway Segment1

# of Lanes AM Peak Hour PM Peak Hour

Between  SB I‐15 On‐Ramp and  NB I‐15 On‐Ramp 1 4 1 2,010 F 9,060 4% 362 D 2,210 F 8,850 4% 354 D

Between NB I‐15 On‐Ramp and  Milliken Ave Off‐Ramp 1 4 3 2,240 F 11,790 4% 472 F 2,340 F 11,050 4% 442 F

Between Milliken Ave On‐Ramp and  Haven Ave Off‐Ramp 1 4 1 2,470 F 11,100 4% 444 F 2,460 F 11,080 4% 443 F

Between Haven Ave Direct On‐Ramp and  Archibald Ave Off‐Ramp 1 4 1 2,170 F 10,500 4% 420 F 2,470 F 11,680 4% 467 F

Between Archibald Ave Off‐Ramp and  Holt Blvd Off‐Ramp 1 4 1 2,170 F 9,800 4% 392 F 2,470 F 11,120 4% 445 F

Between Holt Blvd Off‐Ramp and  Archibald Ave On‐Ramp 1 4 0 1,680 F 8,480 4% 339 F 2,410 F 9,630 4% 385 F

Between Archibald Ave On‐Ramp and  Vineyard Ave Off‐Ramp 1 4 1 1,680 F 9,400 4% 376 F 2,410 F 11,350 4% 454 F

Between  Vineyard Ave Direct On‐Ramp and  Grove Ave Off‐Ramp 1 4 0 1,860 F 8,450 4% 338 F 2,480 F 10,490 4% 420 F

Between Grove Ave On‐Ramp and  7th St Off‐Ramp  1 4 0 1,760 F 8,730 4% 349 F 2,290 F 10,280 4% 411 F

Between  Euclid Ave Direct On‐Ramp and  Mountain Ave Off‐Ramp 1 4 0 1,510 E 9,080 4% 363 F 2,160 F 10,220 4% 409 F

Between Mountain Ave On‐Ramp and  Central Ave Off‐Ramp 1 4 0 1,960 F 8,500 4% 340 F 2,100 F 9,900 4% 396 F

  Between  Central Ave On‐Ramp and  Monte Vista Ave Off‐Ramp 1 4 1 1,680 F 8,700 4% 348 F 1,940 F 9,480 4% 379 F

Between Monte Vista Ave On‐Ramp and  Indian Hill Blvd Off‐Ramp 1 4 0 1,710 F 8,570 4% 343 F 1,980 F 8,980 4% 359 F

Between  Indian Hill Blvd On‐Ramp and  Towne Ave Off‐Ramp 1 4 0 1,700 F 8,660 4% 346 F 1,700 F 9,140 4% 366 F

Between  Towne Ave On‐Ramp and  Orange Grove Ave Off‐Ramp 1 4 1 1,500 E 8,970 4% 359 F 1,580 E 9,210 4% 368 F

Between Orange Grove Ave Off‐Ramp and Garey Ave On‐Ramp 1 4 0 1,500 E 7,900 4% 316 F 1,580 E 8,220 4% 329 F

Between Garey Ave On‐Ramp and  White Ave On‐Ramp 1 4 0 1,700 F 8,460 4% 338 F 1,700 F 8,850 4% 354 F

Between   White Ave On‐Ramp and  Dudley St Off‐Ramp 1 4 0 1,700 F 9,080 4% 363 F 1,700 F 9,270 4% 371 F

Notes: 
1. The freeway segments were analyzed based on the Highway Capacity Manual (HCM) 2000 basic freeway segment analysis or weaving analysis method, depending on the lane configuration.

2. Peak hour capacity and traffic volumes are shown in vehicles per hour (vph). Total volume includes car and truck traffic volumes. There are no trucks traveling on the HOV lanes.
3. Level of Service (LOS): GP lane LOS is based on density except when traffic demand volume‐to‐capacity (d/c) ratio is greater than 1.00, which is LOS F (indicated with an asterisk (*) in the density column).
                                            HOV lane LOS is based on demand volume‐to‐capacity (d/c) ratio.

The weaving analysis method was applied to the segments highlighted in the tble.
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Between Dudley St On‐Ramp and  White Ave Off‐Ramp 1 0 4 0 1,700 F 8,860 7% 620 F 1,660 F 8,530 4% 341 F

Between White Ave Off‐Ramp and  Garey Ave Off‐Ramp 1 0 4 0 1,700 F 8,230 7% 576 F 1,660 F 8,140 4% 326 F

Between Garey Ave Off‐Ramp and  Orange Grove Ave On‐Ramp 1 0 4 0 1,700 F 7,450 7% 522 F 1,660 F 7,460 4% 298 F

Between Orange Grove Ave On‐Ramp and  Towne Ave Off‐Ramp 1 0 4 1 1,700 F 8,650 7% 606 F 1,660 F 8,780 4% 351 F

Between  Towne Ave On‐Ramp and  Indian Hill Blvd Off‐Ramp 0 0 5 0 ‐‐ ‐‐ 10,190 7% 713 F ‐‐ ‐‐ 10,420 4% 417 F

Between  Indian Hill Blvd On‐Ramp and  Monte Vista Ave Off‐Ramp 0 0 6 0 ‐‐ ‐‐ 10,360 7% 725 D ‐‐ ‐‐ 10,800 4% 432 D

Between Monte Vista Ave On‐Ramp and  Central Ave Off‐Ramp 2 0 4 1 2,600 C 8,090 7% 566 F 3,020 D 8,160 4% 326 F

Between  Central Ave On‐Ramp and Mountain Ave Off‐Ramp 2 0 4 1 2,600 C 8,360 7% 585 D 3,020 D 8,600 4% 344 F

Between Mountain Ave Off‐Ramp and Mountain Ave On‐Ramp 2 1 4 0 2,160 C 8,000 7% 560 F 2,260 C 8,150 4% 326 F

Between Mountain Ave On‐Ramp and  Euclid Ave Off‐Ramp 2 0 4 0 3,060 D 8,230 7% 576 F 3,040 D 8,570 4% 343 F

Between  Euclid Ave On‐Ramp and Grove Ave Off‐Ramp 2 1 4 0 2,600 C 8,820 7% 617 F 2,310 C 8,910 4% 356 F
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Table 7:  Year 2045 Alternative 3 Condition I‐10 Mainline Peak Hour Traffic Volumes and Level of Service1

Freeway Segment1

Lane Type

Between Grove Ave On‐Ramp and  Vineyard Ave Off‐Ramp 2 0 4 0 3,060 D 8,330 7% 583 F 3,120 D 7,470 4% 299 F

Between  Vineyard Ave On‐Ramp and  Archibald Ave Off‐Ramp 2 0 4 1 3,060 D 8,480 7% 594 F 3,120 D 8,550 4% 342 F

Between Holt Blvd On‐Ramp and  Archibald Ave On‐Ramp 2 0 4 1 3,060 D 8,370 7% 586 D 3,120 D 9,070 4% 363 F

Between  Archibald Ave On‐Ramp and  Haven Ave Off‐Ramp 2 0 4 1 3,060 D 9,050 7% 634 F 3,120 D 10,100 4% 404 F

Between  Haven Ave Loop On‐Ramp and  Haven Ave On‐Ramp 2 0 4 1 3,140 D 7,740 7% 542 C 3,200 D 9,570 4% 383 F

Between Haven Ave Direct On‐Ramp and Milliken Ave Off‐Ramp 2 0 4 1 3,140 D 9,550 7% 669 F 3,200 D 11,020 4% 441 F

Between Milliken Ave Loop On‐Ramp and NB I‐15 Off‐Ramp  2 0 4 2 3,140 D 9,010 7% 631 F 3,200 D 10,890 4% 436 F

Between  NB I‐15 Off‐Ramp and  SB I‐15 Off‐Ramp 2 0 4 1 3,140 D 7,400 7% 518 C 3,200 D 8,100 4% 324 C

Between  SB I‐15 Off‐Ramp and  NB I‐15 On‐Ramp 2 0 4 0 3,140 D 5,010 7% 351 C 3,200 D 6,040 4% 242 C

2 0 4 1 3,140 D 7,630 4% 305 C 3,200 D 8,680 4% 347 F

2 0 4 1 3,410 D 8,900 4% 356 F 3,200 D 9,800 4% 392 F

Between  Etiwanda Ave On‐Ramp and  Cherry Ave Off‐Ramp 2 1 4 1 2,610 C 8,510 4% 340 C 2,500 C 10,450 4% 418 F

Between  Cherry Ave On‐Ramp and  Beech Ave Off‐Ramp 2 0 4 0 3,200 D 7,660 4% 306 F 3,260 D 9,380 4% 375 F

Between  Beech Ave On‐Ramp and  Citrus Ave Off‐Ramp 2 0 4 1 3,200 D 7,880 4% 315 F 3,260 D 9,180 4% 367 F

Between  Citrus Ave On‐Ramp and  Sierra Ave On‐Ramp 2 0 4 1 3,040 D 8,220 4% 329 C 3,050 D 8,800 4% 352 F

Between  NB/SB I‐15 On‐Ramp and  Etiwanda Ave Off‐Ramp

PARSONS Table 7: Page 1 of 4 May 30, 2014



I‐10 Corridor PA&ED Air Quality Data

Total 
Demand 
Volume2

LOS3
Total 

Demand 
Volume2

Truck
Percentage

Truck
Volume LOS3

Total 
Demand 
Volume2

LOS
Total 

Demand 
Volume2

Truck
Percentage

Truck
Volume LOS3

G
P

AU
X

AM Peak Hour PM Peak Hour

HOV/Express GP & AUX HOV/Express GP & AUX

H
O
V/

Ex
pr
es
s

W
ea
ve

Table 7:  Year 2045 Alternative 3 Condition I‐10 Mainline Peak Hour Traffic Volumes and Level of Service1

Freeway Segment1

Lane Type

Between  Sierra Ave On‐Ramp and Alder Ave Off‐Ramp 2 0 4 0 3,040 D 7,740 4% 310 F 3,050 D 8,610 4% 344 F

Between Alder Ave On‐Ramp and  Cedar Ave Off‐Ramp 2 0 4 0 3,040 D 7,890 4% 316 F 3,050 D 8,390 4% 336 F

Between  Cedar Ave On‐Ramp and  Riverside Ave Off‐Ramp 2 0 4 0 2,720 C 7,880 4% 315 F 2,630 C 8,200 4% 328 F

Between  Riverside Ave On‐Ramp and  Pepper Ave Off‐Ramp 2 0 4 0 2,720 C 7,920 4% 317 F 2,630 C 8,150 4% 326 F

Between  Pepper Ave Off‐Ramp and  Rancho Ave Off‐Ramp 2 0 4 0 2,680 C 8,270 4% 331 F 2,600 C 8,440 4% 338 F

Between  Rancho Ave On‐Ramp and  9th St Off‐Ramp 2 0 4 0 2,680 C 8,390 4% 336 F 2,600 C 8,490 4% 340 F

Between  9th St On‐Ramp and Mt. Vernon Ave Off‐Ramp 2 0 4 1 2,680 C 8,700 4% 348 F 2,600 C 8,740 4% 350 F

Between Mt. Vernon Ave On‐Ramp and NB/SB I‐215 Off‐Ramp 2 0 4 1 2,680 C 8,290 4% 332 E 2,600 C 8,550 4% 342 F

Between NB I‐215 On‐Ramp and  SB I‐215 On‐Ramp 2 0 4 1 2,680 C 8,160 4% 326 C 2,600 C 8,400 4% 336 D

Between  SB I‐215 On‐Ramp and  Redlands Blvd Off‐Ramp 2 0 4 2 2,680 C 10,150 5% 508 F 2,600 C 11,010 4% 440 F

Between  Redlands Blvd Off‐Ramp and Waterman Ave Off‐Ramp 2 0 4 1 2,680 C 8,290 5% 415 D 2,600 C 9,750 4% 390 F

Between Waterman Ave Off‐Ramp and Waterman On‐Ramp 2 0 4 0 2,680 C 6,640 5% 332 D 2,600 C 8,670 4% 347 F

Between Waterman Ave On‐Ramp and  Tippecanoe Ave Off‐Ramp 2 0 4 1 2,680 C 7,160 5% 358 C 2,600 C 9,830 4% 393 F

Between  Tippecanoe Ave On‐Ramp and  Mountain View Ave Off‐Ramp 2 0 4 1 1,920 B 7,240 5% 362 C 2,880 C 9,530 4% 381 F

Between Mountain View Ave Off‐Ramp and  Mountain View Ave On‐Ramp 2 0 4 0 1,920 B 5,870 5% 294 C 2,880 C 8,650 4% 346 F

Between Mountain View Ave On‐Ramp and  California St Off‐Ramp 2 0 4 1 1,920 B 6,380 5% 319 C 2,880 C 10,010 4% 400 F

Between  California St Off‐Ramp and  California St On‐Ramp 1 0 5 1 460 A 6,740 5% 337 B 960 B 10,830 4% 433 D

Between  California St On‐Ramp and Alabama St Off‐Ramp 1 0 5 1 520 A 7,090 5% 355 C 1,690 D 11,210 4% 448 F

Between Alabama St Off‐Ramp and NB SR‐210 Off‐Ramp 1 0 5 0 520 A 6,220 5% 311 C 1,690 D 10,090 4% 404 F

Between  SB SR‐210 On‐Ramp and  Eureka St Off‐Ramp 1 0 4 1 520 A 7,130 11% 784 D 1,690 D 10,730 6% 644 F

Between  6th St On‐Ramp and University St Off‐Ramp 1 0 4 0 510 A 6,030 11% 663 C 1,610 D 9,970 6% 598 F

Between  Cypress Ave On‐Ramp and  Ford St Off‐Ramp 0 0 5 0 ‐‐ ‐‐ 5,840 11% 642 C ‐‐ ‐‐ 10,750 6% 645 F

Between  Ford St On‐Ramp and Wabash Ave Off‐Ramp 1 0 4 0 460 A 5,300 11% 583 C 1,560 E 9,670 6% 580 F

Between Wabash Ave On‐Ramp and  Yucaipa Blvd Off‐Ramp 1 0 4 0 460 A 5,390 11% 593 C 1,560 E 9,440 6% 566 F

Between  Yucaipa Blvd On‐Ramp and Wabash Ave Off‐Ramp 0 0 5 0 ‐‐ ‐‐ 11,130 5% 557 F ‐‐ ‐‐ 6,520 8% 522 C

Between Wabash Ave On‐Ramp and  Ford St Off‐Ramp 0 0 5 0 ‐‐ ‐‐ 11,210 5% 561 F ‐‐ ‐‐ 6,840 8% 547 C

WESTBOUND
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Table 7:  Year 2045 Alternative 3 Condition I‐10 Mainline Peak Hour Traffic Volumes and Level of Service1

Freeway Segment1

Lane Type

Between  Ford St On‐Ramp and  Cypress Ave Off‐Ramp 1 0 4 0 1,700 D 9,820 5% 491 F 740 B 6,270 8% 502 C

Between University St On‐Ramp and  6th St Off‐Ramp 1 0 4 0 1,700 D 11,000 5% 550 F 740 B 6,870 8% 550 D

1 0 4 1 1,720 D 11,450 5% 573 F 760 B 7,250 8% 580 C

1 0 4 1 1,720 D 12,200 5% 610 F 760 B 7,740 8% 619 D

Between  SB SR‐210 On‐Ramp and  Alabama St On‐Ramp 1 0 4 1 1,720 D 9,890 3% 297 F 760 B 5,620 4% 225 B

Between  Alabama St On‐Ramp and  California St Off‐Ramp 1 0 4 2 1,720 D 11,160 3% 335 F 760 B 7,050 4% 282 C

Between  California St On‐Ramp and  Mountain View Ave Off‐Ramp 2 0 4 1 2,880 C 9,430 3% 283 F 1,600 B 7,140 4% 286 D

Between Mountain View Ave On‐Ramp and  Tippecanoe Ave Off‐Ramp 2 0 4 1 2,880 C 9,210 3% 276 F 1,600 B 8,310 4% 332 F

Between  Tippecanoe Ave On‐Ramp and  Carnegie Dr/Waterman Ave Off‐Ramp 2 0 4 1 2,840 C 9,340 3% 280 F 2,220 C 8,450 4% 338 F

Between  Carnegie Dr/Waterman Ave On‐Ramp and  NB/SB I‐215 Off‐Ramp 2 0 4 1 2,840 C 8,650 3% 260 F 2,220 C 9,330 4% 373 F

Between  SB I‐215 On‐Ramp and  Sperry Dr Off‐Ramp 2 0 4 1 2,840 C 6,650 4% 266 D 2,220 C 9,390 4% 376 F

Between Mt. Vernon Ave On‐Ramp and  9th St Off‐Ramp 2 0 4 1 2,840 C 6,620 4% 265 C 2,220 C 9,280 4% 371 F

Between  Orange Ave Direct/Loop On‐Ramp and  NB SR‐210 Off‐Ramp

Between  La Cadena Dr On‐Ramp and  Rancho Ave Off‐Ramp 2 0 4 1 2,840 C 6,510 4% 260 C 2,220 C 9,050 4% 362 F

Between  Rancho Ave On‐Ramp and  Pepper Ave Off‐Ramp 2 0 4 0 2,840 C 6,470 4% 259 D 2,220 C 8,860 4% 354 F

Between  Pepper Ave On‐Ramp and  Riverside Ave Off‐Ramp 2 0 4 1 2,720 C 6,580 4% 263 C 3,240 D 7,690 4% 308 C

Between  Riverside Ave On‐Ramp and  Cedar Ave Off‐Ramp 2 0 4 1 2,720 C 6,720 4% 269 C 3,240 D 7,930 4% 317 C

Between  Cedar Ave Off‐Ramp and  Cedar Ave On‐Ramp 2 1 4 0 2,430 C 6,130 4% 245 C 2,840 C 7,310 4% 292 C

Between  Cedar Ave On‐Ramp and  Alder Ave Off‐Ramp 2 0 4 0 3,000 D 7,120 4% 285 D 3,220 D 8,150 4% 326 F

Between Alder Ave On‐Ramp and  Sierra Ave Off‐Ramp 2 0 4 0 3,000 D 7,430 4% 297 D 3,220 D 8,060 4% 322 F

Between  Sierra Ave On‐Ramp and  Citrus Ave Off‐Ramp 2 0 4 1 3,000 D 7,700 4% 308 F 3,220 D 8,420 4% 337 F

Between  Citrus Ave Off‐Ramp and  Citrus Ave Loop On‐Ramp 2 1 4 0 2,740 C 7,330 4% 293 C 2,850 C 7,950 4% 318 F

Between  Citrus Ave On‐Ramp and  Beech Ave Off‐Ramp 2 0 4 1 3,280 D 8,160 4% 326 F 3,200 D 8,450 4% 338 F

Between  Beech Ave On‐Ramp and  Cherry Ave Off‐Ramp 2 0 4 1 3,280 D 8,590 4% 344 F 3,200 D 8,540 4% 342 F

Between  Cherry Ave Loop On‐Ramp and  Cherry Ave On‐Ramp 2 0 4 1 3,280 D 7,660 4% 306 F 3,200 D 7,820 4% 313 F

Between  Cherry Ave On‐Ramp and  Etiwanda Ave Off‐Ramp 2 1 4 0 2,900 C 8,940 4% 358 F 2,820 C 8,700 4% 348 F

2 0 4 1 3,390 D 8,400 4% 336 D 3,400 D 8,810 4% 352 F

2 0 4 1 3,390 D 8,770 4% 351 D 3,400 D 9,420 4% 377 F
Between  Etiwanda Ave Direct/Loop On‐Ramp and  NB/SB I‐15 Off‐Ramp
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Table 7:  Year 2045 Alternative 3 Condition I‐10 Mainline Peak Hour Traffic Volumes and Level of Service1

Freeway Segment1

Lane Type

Between  SB I‐15 On‐Ramp and  NB I‐15 On‐Ramp 2 0 4 1 3,390 D 8,750 4% 350 D 3,400 D 9,060 4% 362 D

Between NB I‐15 On‐Ramp and  Milliken Ave Off‐Ramp 2 0 4 3 3,390 D 11,710 4% 468 F 3,400 D 11,400 4% 456 F

Between Milliken Ave On‐Ramp and  Haven Ave Off‐Ramp 2 0 4 1 3,390 D 11,160 4% 446 F 3,400 D 11,550 4% 462 F

Between Haven Ave Loop On‐Ramp and  Haven Ave On‐Ramp 2 0 4 1 3,400 D 9,660 4% 386 F 3,400 D 10,940 4% 438 F

Between Haven Ave Direct On‐Ramp and  Archibald Ave Off‐Ramp 2 0 4 1 3,400 D 10,210 4% 408 F 3,400 D 12,170 4% 487 F

Between Archibald Ave Off‐Ramp and  Holt Blvd Off‐Ramp 2 0 4 1 3,400 D 9,510 4% 380 F 3,400 D 11,620 4% 465 F

Between Holt Blvd Off‐Ramp and  Archibald Ave On‐Ramp 2 0 4 0 3,400 D 7,720 4% 309 F 3,400 D 10,080 4% 403 F

Between Archibald Ave On‐Ramp and  Vineyard Ave Off‐Ramp 2 0 4 1 3,400 D 8,690 4% 348 F 3,400 D 11,780 4% 471 F

Between  Vineyard Ave Direct On‐Ramp and  Grove Ave Off‐Ramp 2 0 4 0 3,400 D 7,940 4% 318 F 3,400 D 10,960 4% 438 F

Between Grove Ave On‐Ramp and  7th St Off‐Ramp  2 1 4 0 2,920 C 8,520 4% 341 F 2,806 C 11,124 4% 445 Fp p

Between  Euclid Ave Direct On‐Ramp and  Mountain Ave Off‐Ramp 2 0 4 0 3,040 D 8,490 4% 340 F 3,400 D 10,320 4% 413 F

Between Mountain Ave On‐Ramp and  Central Ave Off‐Ramp 2 0 4 0 2,940 C 8,450 4% 338 F 3,400 D 9,950 4% 398 F

Between  Central Ave On‐Ramp and  Monte Vista Ave Off‐Ramp 2 0 4 1 2,940 C 8,330 4% 333 F 3,400 D 9,330 4% 373 F

Between Monte Vista Ave On‐Ramp and  Indian Hill Blvd Off‐Ramp 0 0 6 0 ‐‐ ‐‐ 11,040 4% 442 D ‐‐ ‐‐ 12,160 4% 486 F

Between  Indian Hill Blvd On‐Ramp and  Town Ave Off‐Ramp 1 0 4 0 1,710 F 9,270 4% 371 F 1,720 F 10,140 4% 406 F

Between  Town Ave On‐Ramp and  Orange Grove Ave Off‐Ramp 1 0 4 1 1,700 F 9,290 4% 372 F 1,700 F 10,050 4% 402 F

Between Orange Grove Ave Off‐Ramp and Garey Ave On‐Ramp 1 0 4 0 1,700 F 8,210 4% 328 F 1,700 F 9,030 4% 361 F

Between Garey Ave On‐Ramp and  White Ave On‐Ramp 1 0 4 0 1,720 F 8,940 4% 358 F 1,740 F 9,750 4% 390 F

Between   White Ave On‐Ramp and  Dudley St Off‐Ramp 1 0 4 0 1,720 F 9,570 4% 383 F 1,740 F 10,160 4% 406 F

Notes: 
1. The freeway segments were analyzed based on the Highway Capacity Manual (HCM) 2000 basic freeway segment analysis or weaving analysis method, depending on the lane configuration.

2. Peak hour capacity and traffic volumes are shown in vehicles per hour (vph). Total volume includes car and truck traffic volumes. There are no trucks traveling on the HOV/Express lanes.
3. Level of Service (LOS): GP lane LOS is based on density except when traffic demand volume‐to‐capacity (d/c) ratio is greater than 1.00, which is LOS F (indicated with an asterisk (*) in the density column).
                                         HOV and single Express Lanes LOS are based on demand volume‐to‐capacity (d/c) ratio.

The weaving analysis method was applied to the segments highlighted in the table.
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I-10 Corridor PA&ED Air Quality Data

ADT Truck % Truck ADT ADT Truck % Truck ADT ADT Truck ADT

LA County Line to I-15 113,000 15% 17,100 117,000 14% 15,900 230,000 33,000

Segment
Eastbound Westbound Bi-Direction

Existing (Year 2012) Condition I-10 Freeway Mainline Average Daily Traffic (ADT)

Table 8

I-15 to I-215 81,000 8% 6,400 87,000 6% 5,400 168,000 11,800
I-215 to SR-210 90,000 8% 6,800 91,000 6% 5,500 181,000 12,300
SR-210 to Ford Street 75,000 11% 7,900 76,000 9% 6,600 151,000 14,500

Table 9

Source: SBTAM raw and post-processed data

ADT Truck % Truck ADT ADT Truck % Truck ADT ADT Truck ADT ADT Truck % Truck ADT ADT Truck % Truck ADT ADT Truck ADT

LA County Line to I-15 131,000 12% 15,500 157,000 13% 20,100 288,000 35,600 145,000 12% 17,200 168,000 10% 16,500 313,000 33,700
I-15 to I-215 114,000 6% 7,100 105,000 7% 7,800 219,000 14,900 131,000 7% 9,000 123,000 7% 8,100 254,000 17,100

Bi-Direction

Alternative 1 Condition I-10 Freeway Mainline Average Daily Traffic (ADT)

Westbound Bi-Direction Westbound

2045
Segment Eastbound Eastbound

2025

, , , 7% , , , 3 ,000 7% 9,000 3,000 7% 8, 00 54,000 7, 00
I-215 to SR-210 117,000 6% 6,900 104,000 7% 7,700 221,000 14,600 135,000 7% 9,300 122,000 7% 8,300 257,000 17,600
SR-210 to Ford Street 97,000 8% 8,000 94,000 10% 9,100 191,000 17,100 121,000 11% 13,000 120,000 10% 12,200 241,000 25,200

Source: SBTAM raw and post-processed data

Table 10

Alternative 2 Condition I-10 Freeway Mainline Average Daily Traffic (ADT)

ADT Truck % Truck ADT ADT Truck % Truck ADT ADT Truck ADT ADT Truck % Truck ADT ADT Truck % Truck ADT ADT Truck ADT

LA County Line to I-15 141,000 12% 16,700 161,000 13% 20,600 302,000 37,300 148,000 12% 17,600 174,000 10% 17,100 322,000 34,700
I-15 to I-215 123,000 6% 7,700 112,000 7% 8,400 235,000 16,100 135,000 7% 9,300 133,000 7% 8,700 268,000 18,000
I 215 to SR 210 132 000 6% 7 800 115 000 7% 8 500 247 000 16 300 146 000 7% 10 100 137 000 7% 9 300 283 000 19 400

Segment Bi-Direction

2025

Alternative 2 Condition I-10 Freeway Mainline Average Daily Traffic (ADT)

2045

Bi-Direction WestboundEastbound EastboundWestbound

I-215 to SR-210 132,000 6% 7,800 115,000 7% 8,500 247,000 16,300 146,000 7% 10,100 137,000 7% 9,300 283,000 19,400
SR-210 to Ford Street 114,000 8% 9,366 100,000 10% 9,700 214,000 19,066 130,000 11% 13,900 124,000 10% 12,600 254,000 26,500

Source: SBTAM raw and post-processed data

Table 11

Alternative 3 Condition I-10 Freeway Mainline Average Daily Traffic (ADT)

ADT Truck % Truck ADT ADT Truck % Truck ADT ADT Truck ADT ADT Truck % Truck ADT ADT Truck % Truck ADT ADT Truck ADT

LA County Line to I-15 160,000 12% 19,000 176,000 13% 22,600 336,000 41,600 179,000 12% 21,200 190,000 10% 18,600 369,000 39,800
I-15 to I-215 134,000 6% 8,400 121,000 7% 9,000 255,000 17,400 152,000 7% 10,400 145,000 7% 9,500 297,000 19,900
I-215 to SR-210 140,000 6% 8,300 125,000 7% 9,200 265,000 17,500 157,000 7% 10,800 143,000 7% 9,700 300,000 20,500

Segment
2045

Bi-Direction Westbound Bi-Direction

2025

WestboundEastbound Eastbound

SR-210 to Ford Street 117,000 8% 9,600 106,000 10% 10,300 223,000 19,900 131,000 11% 14,000 129,000 10% 13,100 260,000 27,100

Source: SBTAM raw and post-processed data
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I-10 Corridor PA&ED Air Quality Data

Arterial Over/Under I-10 ADT Truck % Truck ADT
Mountain Ave 39,600 15.3% 6,100
Euclid Ave 40,800 15.3% 6,200
Etiwanda Ave 25,400 15.3% 3,900
Pepper Ave 15,400 15.3% 2,400
La Cadena Dr 13,600 15.3% 2,100
Tennessee St 18,100 15.3% 2,800
Vineyard Ave 28,300 15.3% 4,300
Monte Vista Ave 29,000 15.3% 4,400
Ford St 13,600 15.3% 2,100
Wabash Ave 2,700 15.3% 410

ADT Truck % Truck ADT ADT Truck % Truck ADT
Mountain Ave 44,200 15.3% 6,800 50,200 15.3% 7,700
Euclid Ave 51,000 15.3% 7,800 60,800 15.3% 9,300
Etiwanda Ave 30,400 15.3% 4,700 32,400 15.3% 5,000
Pepper Ave 18,600 15.3% 2,800 23,500 15.3% 3,600
La Cadena Dr 19,200 15.3% 2,900 22,900 15.3% 3,500
Tennessee St 19,900 15.3% 3,000 22,500 15.3% 3,400
Vineyard Ave 41,100 15.3% 6,300 48,600 15.3% 7,400
Monte Vista Ave 35,700 15.3% 5,500 40,300 15.3% 6,200
Ford St 16,600 15.3% 2,500 16,500 15.3% 2,500
Wabash Ave 3,900 15.3% 600 9,400 15.3% 1,440

2045
Arterial Over/Under I-10

2025

Existing (Year 2012) Condition I-10 Arterial Bi-Directional Average Daily Traffic (ADT)

Table 12

Table 13
Alternative 1 Condition I-10 Arterial Bi-Directional Average Daily Traffic (ADT)

Source: SBTAM raw and post-processed data

Source: SBTAM raw and post-processed data
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I-10 Corridor PA&ED Air Quality Data

ADT Truck % Truck ADT ADT Truck % Truck ADT
Mountain Ave 43,700 15.3% 6,700 50,400 15.3% 7,700
Euclid Ave 50,900 15.3% 7,800 61,300 15.3% 9,400
Etiwanda Ave 31,500 15.3% 4,800 32,600 15.3% 5,000
Pepper Ave 15,900 15.3% 2,400 24,900 15.3% 3,800
La Cadena Dr 18,300 15.3% 2,800 23,600 15.3% 3,600
Tennessee St 19,900 15.3% 3,000 22,300 15.3% 3,400
Vineyard Ave 41,400 15.3% 6,300 49,600 15.3% 7,600
Monte Vista Ave 34,500 15.3% 5,300 38,900 15.3% 6,000
Ford St 17,600 15.3% 2,700 17,700 15.3% 2,700
Wabash Ave 3,800 15.3% 580 9,600 15.3% 1,470

ADT Truck % Truck ADT ADT Truck % Truck ADT
Mountain Ave 45,800 15.3% 7,000 51,300 15.3% 7,800
Euclid Ave 52,200 15.3% 8,000 61,600 15.3% 9,400
Etiwanda Ave 32,700 15.3% 5,000 34,600 15.3% 5,300
Pepper Ave 16,200 15.3% 2,500 25,600 15.3% 3,900
La Cadena Dr 20,600 15.3% 3,200 23,000 15.3% 3,500
Tennessee St 18,900 15.3% 2,900 22,600 15.3% 3,500
Vineyard Ave 41,700 15.3% 6,400 49,500 15.3% 7,600
Monte Vista Ave 35,700 15.3% 5,500 38,300 15.3% 5,900
Ford St 17,700 15.3% 2,700 16,900 15.3% 2,600
Wabash Ave 3,700 15.3% 570 9,300 15.3% 1,420

Table 15
Alternative 3 Condition I-10 Arterial Bi-Directional Average Daily Traffic (ADT)

2025

Source: SBTAM raw and post-processed data

Arterial Over/Under I-10
2045

Table 14
Alternative 2 Condition I-10 Arterial Bi-Directional Average Daily Traffic (ADT)

2045
Arterial Over/Under I-10

Source: SBTAM raw and post-processed data

2025
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	PM Conformity Hot Spot Analysis
	Project Summary Form for Interagency Consultation
	1. The project sponsor determines that a project-level PM hot spot analysis is required or otherwise elects to perform the analysis; or
	2. The project does not require a project-level PM hot spot analysis since it:
	a. Is exempt pursuant to 40 CFR 93.126; or
	b. Is a traffic signal synchronization project under 40 CFR 93.128; or
	c. Uses no Federal funds AND requires no Federal approval; or
	d. Is located in a Federal PM attainment area (note: PM10 and PM2.5 areas differ).
	Projects other than those listed above may or may not need a project-level PM hot spot analysis depending on whether it is considered a "Project of Air Quality Concern" (POAQC), and should be brought before the TCWG for a determination.
	It is the responsibility of the project sponsor to ensure that the form is filled out completely and provides a sufficient level of detail for the TCWG to make an informed decision on whether or not a project requires a project-level PM hot spot analy...
	Instructions:
	1) Fill out form in its entirety.  Enter information in gray input fields.
	2) Be sure to include FTIP ID#.  See http://www.scag.ca.gov/ftip/index.htm if necessary.
	3) Submit completed form to your local Transportation Commission who will submit it to the MPO. Caltrans projects can be submitted by Caltrans District representatives.
	The TCWG meets the fourth Tuesday of each month at SCAG Headquarters, 818 W. 7th Street, 12th Floor, Los Angeles, CA 90017.  Participation is also available via teleconference.  Call (213) 236-1800 prior to meeting to get the call-in number and pass-c...
	Forms must be submitted by the second Tuesday of the month to be considered at that month’s TCWG meeting.
	Criteria for Projects of Air Quality Concern (40 CFR 93.123(b)) – PM10 and PM2.5 Hot Spots
	TABLE 1 Type of Project
	 New state highway
	 Change to existing state highway
	 New regionally significant street
	 Change to existing regionally significant street
	 New interchange
	 Reconfigure existing interchange
	 Intersection channelization
	 Intersection signalization
	 Roadway realignment
	 Bus, rail, or inter-modal facility/terminal/transfer point
	 Truck weight/inspection station
	 At or affects location identified in the SIP as a site of actual or possible violation of NAAQS

	Narrative Location/Route & Postmiles  
	Interstate 10 (I-10) from the Los Angeles/San Bernardino (LA/SB) County Line to Ford Street in San Bernardino County. The project limits including transition areas extend from approximately 0.4 miles west of White Avenue in the City of Pomona at Post Mile (PM) 44.9 to Live Oak Canyon Road in the City of Yucaipa at PM 37.0.
	Postmiles: 
	07-LA-10 PM 44.9/48.3
	Fax#
	Phone#
	Contact Person
	Hot Spot Pollutant of Concern (check one or both)       PM2.5 √             PM10 √  
	Categorical Exclusion (NEPA)
	Other:ROD
	Exempt 
	PE/Environmental
	Start
	Surrounding Land Use/Traffic Generators (especially effect on diesel traffic)
	Comments/Explanation/Details (attach additional sheets as necessary)



